
STATE  OF  CALIFORNIA -- THE  RESOURCES  AGENCY  GRAY DAVIS,  Governor 

CALIFORNIA  COASTAL  COMMISSION 
45  FREMONT STREET, SUITE 2000 
SAN  FRANCISCO,  CA    94105-2219   
VOICE  AND  TDD  (415)  904-5200 
 
 

 

 

Tu 5a    
 
 
 

 REVISED STAFF RECOMMENDATION 
 

ON CONSISTENCY CERTIFICATION 
 

Consistency Certification No.  CC-058-01 
Staff: KS-SF 
File Date: 6/18/2001 
3 Months: 9/18/2001 
6 Months: 12/18/2001 
Extended to: 4/12/2002 
Commission Meeting: 4/9/2002 

 
 
APPLICANT:  City of Santa Barbara 
 
PROJECT  
LOCATION: Santa Barbara Municipal Airport, 500 Fowler Road, City of Santa 

Barbara, Santa Barbara County.  The project is adjacent to Moffett 
Place to the east, Highway 101 to the north, Los Carneros Road to 
the west, and UC Santa Barbara and Goleta Beach County Park to 
the south (Exhibit 1A) 

 
PROJECT 
DESCRIPTION: Construction of two 1,000 foot runway safety areas, extension of 

the runway protection zone, taxiway, a 15,000 square foot air 
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widening, 75 T-hangers, a phased 22,725 square foot airline 
terminal expansion, and the demolition of several existing terminal 
buildings 
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Staff Note:  Since the Commission first reviewed this Consistency Certification at its January 
2002 meeting the City of Santa Barbara has submitted additional information, which has been 
incorporated into this report. This information includes updated estimates on terminal expansion 
needs. The City’s revised multi-phase terminal expansion proposes to increase the existing 
45,300 square foot terminal to 58,989 square feet by the year 2008, with an option for an 
additional 8,000 square feet to allow for 1% growth through the year 2010. Expansion beyond 
2010 would be based on actual passenger activity, and forecasts that consider historic trends and 
market demand for air travel.  This could equate to a growth rate somewhere between one and 
four percent, which would lead the City to enlarge the terminal to 72,000/95,000 square feet by 
the year 2015.   
 
A Preliminary status report on Phase 1 of the Tidal Circulation and Bird Strike Study  is included 
in this report, as well as commitments from the City of Santa Barbara to consult with the 
Commission on the results of the project, and in determining the viability of future tidal 
restoration in Goleta Slough.   
 
The runway safety improvement component of the project, which entails both temporary and 
permanent fill in wetlands, reflects new information that discusses forecasting aviation activity 
and predicting the capacity of existing runways, the functional design limitations of the airfield, 
the FAA’s capacity development criteria and threshold limitations for expanding capacity, and 
the relationship between capacity, demand and delay.  The airport is currently using 35% of its 
available runway capacity, and the safety improvements, which are designed to ensure the safe 
operation of aircraft, are not a factor in the calculation of capacity. 
 
The City has updated its flood control alternatives analysis of options to the realignment of 
Tecolotito and Carneros Creeks, provided supporting documentation for peak flows and storage 
capacity of the watershed, the modeling of various storm events, and the selection of an 
alternative that would convey flows around the safety area with minimal hydraulic transitions, 
while maintaining existing flow velocities and protecting public structures from flooding.  

 
EXECUTIVE SUMMARY 

 
The City of Santa Barbara has submitted a consistency certification for improvements related to 
its Aviation Facilities Plan and related runway safety projects for the Santa Barbara Airport. The 
project consists of the construction of two 1,000 foot long runway safety areas (RSA), a taxiway 
(2,600 feet), the realignment of an existing runway, a multi-phase expansion of the airline 
terminal that will increase the size of the terminal by 22,725 square feet by 2010, a 650 space 
parking structure, air cargo facilities, 75 T-hangers and a service road.  A portion of an existing 
taxiway will be widened (taxiway B) and runway protection zones (RPZ) will be lengthened.  
The primary issues raised are allowable use for wetland fill, the selection of the least 
environmentally damaging alternative, adequate mitigation ratios, the channelization  of streams 
to protect public safety and existing development in the floodplain, water quality and 
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sedimentation of Goleta Slough, effects on special status plant and wildlife species or their 
habitats, and the protection of archaeological resources and sensitive areas from disturbances. 
 
The wetland policy of the Coastal Act (Section 30233(a)) imposes a 3-part test for projects 
involving wetland fill: (a) the allowable use test; (b) the alternatives test; and (c) the mitigation 
test.  Under the first of these tests the question is whether the project qualifies as an “incidental 
public service purpose.” Because the project will be constructed by a public agency, in order to 
provide transportation services to the public, the fill qualifies as a public service purpose.  The 
Commission has previously determined that the limited expansion of an existing road or bridge is 
an incidental public service purpose, when no other alternative exists and the expansion is 
necessary to maintain existing capacity. The proposed improvements are incidental to the primary 
transportation facility, a runway.  While the location of the runway will be shifted to accommodate 
the runway safety area, the runway length, width and capacity will not change.  However, the 
“when no other alternative” language necessarily invokes an alternatives test within the allowable 
use test, and the project is inconsistent with the second and third test of Section 30233(a). 
 
Under the second test, the Commission has insufficient evidence to determine whether the project 
is the least environmentally damaging feasible alternative. The City did not fully examine the 
feasibility of an alternative that could avoid significant wetland fill and environmentally sensitive 
habitat impacts (i.e., the Engineered Material Arresting System (EMAS) alternative).   
 
Under the third test, in which feasible mitigation measures shall be provided to minimize adverse 
environmental effects, the project does not meet the requirements of Section 30233. To 
compensate for the loss of wetlands the City proposes to create and restore seasonal wetlands and 
open water habitat similar to those affected by the project.   Additional mitigation measures to 
restore tidal circulation to portions of Goleta Slough are included in the commitments made by the 
City, although this portion of the mitigation would be delayed until the results of a pending bird 
strike hazard study is completed. The mitigation plan included in the City of Santa Barbara’s 
consistency certification incorporates acceptable mitigation ratio commitments and locations for 
some impacts related to wetlands. The City has further provided an implementation schedule, 
detailed monitoring methodology, performance measurements, contingency plans, and an annual 
reporting process which would contain a quantitative analysis of attainment of performance 
standards.   
 
However, the City has not provided the Commission with acceptable mitigation measures or 
commitments to compensate for permanent impacts to 18.91 acres of upland habitat consisting 
of upland grassland and coastal sage scrub that function as buffers for wetland habitats.  At this 
time, the project does not satisfy the mitigation test described in Section 30233(a) of the Coastal 
Act. The Commission therefore concludes that the project is not consistent with Section 30233(a) 
of the Coastal Act. 
 
The City determined that realigning Tecolotito Creek to construct the runway safety area would 
be less environmentally damaging than box culverting of the creek because it preserves open 
water habitat. Realigning the creek using a culvert would require the additional culverting of San  
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Pedro Creek, pose potential airfield flooding impacts from culvert blockages and sediment 
loading, degrade habitat for the Belding’s savannah sparrow, and may require placing Fairview 
Avenue in a tunnel. In addition, the west creek realignment alternative avoids potential 
significant impacts to the designated critical habitat for Southern California Steelhead Trout, a 
federally listed endangered species.  The Commission agrees that the culvert alternative is not 
less environmentally damaging, and that the “culvert alternative” would have resulted in long-
term habitat modifications that have the potential to create barriers to migration for which there 
is no feasible mitigation.  
 
As an area of convergence of five major streams, the Santa Barbara Airport has historically been 
subject to flooding. In 1969 water completely surrounded the main terminal, and in 1995 and 
1998 all three runways were flooded closing the airport for several days.  Public buildings and 
structures are threatened with inundation during heavy rains, and the flooding of the runways 
presents a safety hazard that prevents planes from landing or taking off.  An alternative analysis 
of options to decrease flooding at the airport was prepared as part of the City’s 1999 Master 
Drainage Plan.   However, the alternative selected by the City does not reflect an analysis of the 
EMAS alternative, which would avoid stream alterations.  Therefore, the Commission has 
insufficient information to determine whether the project is the least damaging environmentally 
feasible alternative and thus can not be found to be consistent with the stream alteration policy 
(Section 30236) of the Coastal Act.  
 
The Area of Potential Effect (APE) for cultural resources within the Santa Barbara Airport 
Aviation Facilities Plan Boundary has been defined by the FAA as the entire airport property 
boundary, in accordance with 36 CFR Part 800.2.  Archaeological surveys and excavation within 
this area have recorded four prehistoric Native American sites.  These areas, including major 
village sites, are characterized by high artifact densities, house remains, exotic trade goods and 
cemeteries.  Although the realignment of Tecolotito Creek may require ground disturbances within 
50 feet of moderate sensitivity zones, the city has developed avoidance and mitigation measures in 
anticipation of any intrusion into these areas.   
 
The Office of Historic Preservation concurred with these measures, and the City’s establishment of 
“Zones of Archaeological Sensitivity” to protect archaeological sites and sensitive areas from 
unauthorized excavation and disturbances.  Consultation with the California Native American 
Heritage Commission will take place during construction and a qualified archaeologist will be 
present.  The project is consistent with Section  30244 of the Coastal Act in that the City will 
minimize disturbances to known archaeological resources, and implement planned mitigation 
measures should any subsurface artifacts be encountered. 
 
The project is consistent with the public access and recreation (Sections 30210-30214), view 
protection (Section 30251), public works (Section 30254), and water quality (Section 30231) 
policies of the Coastal Act.  These findings are contingent on the mitigation and monitoring 
measures the City of Santa Barbara has committed to.  
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STAFF SUMMARY AND RECOMMENDATION 
 
I.  Project Description.  
 
The City of Santa Barbara has submitted a consistency certification for  the construction of two 
1,000 foot runway safety areas (RSA), a taxiway (2,600 feet), the realignment of an existing 
runway, a 49,700 square foot expansion of the airline terminal, a 650 space parking structure, air 
cargo facilities, 75 T-hangers and a service road.  A portion of an existing taxiway will be 
widened (taxiway B) and runway protection zones (RPZ) will be lengthened.   The project will 
take place in three phases, beginning in 2002 and ending in 2015. 
 
Phase I construction (2001-2004) 

1. Runway safety area extensions, relocation of the service road, taxiway extension, 
lighting, and navigational aid changes; 

2. Runway protection zone acquisition; 
3. Taxiway M; 
4. Access routes and parking lot improvements for the terminal expansion; 
5. Air cargo facility (15,000 square feet); 
6. Service road; 
7. 40 T-hangers 

 
Phase II construction (2005-2009) 

1. Completion of the terminal expansion phase 1 
2. 20 T-hangers 

 
Phase III construction (2010-2015) 

1. Terminal parking structure (pending additional review) 
2. 15 T-hangers 

  
Runway Safety Areas 
The runway safety areas at both ends of runway 7-25 will be extended to meet current FAA 
design standards (14 CFR Section 139).  The required dimensions for the RSA at the Santa 
Barbara Airport are 500 feet wide by 1,000 feet long and are based on the current design aircraft 
(Boeing 737, MD-80 series, Boeing 727, Lockheed P-3, and Boeing 757) that use the runway.  
The existing RSA at the eastern end of the runway is 215 feet in length.  At this section of the 
runway 800 feet of existing runway will be converted to a RSA, and the western portion of the 
runway will be extended and relocated to maintain an overall length of 6,052 feet.  The RSA at 
the western end of the runway is 300 feet in length and a 1,000 foot RSA will be constructed at 
this location.   
 
Runway Protection Zone 
The runway protection zone (RPZ) is a trapezoidal shape that is centered on an extended runway 
centerline. The RPZ is designed to protect people and property on the ground.  It begins 200 feet 
beyond the landing threshold, and the dimensions of the RPZ are proportional to the type of  
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aircraft that use the runway.  Both ends of runway 7 would be shifted 800 feet to the west 
(Exhibit-3).  The completed RPZ (500 feet by 1,250 feet by 2,500 feet) would meet current FAA 
standards. 
 
Taxiway M 
A partial taxiway (taxiway M) will be constructed parallel to and west of runway 15R-33L. The 
taxiway (2,600 feet long by 35 feet wide) runs in a north to south direction, traverses runway 7-
25 and parallels runway 15R-33L to the west.  Taxiway M will provide a direct route for aircraft 
to travel from the parallel runways (15R-33L and 15L-33R) to the north west aircraft ramp. The 
taxiway will reduce the potential for runway incursions by aircraft crossing runway 7/25 and 
15R/33L. 
 
Access Roads 
Three new access road connections are planned to serve the new parking structure and lots.  The 
first connection, located 450 feet south of the existing loop road exit, would serve a new surface 
lot and the planned parking garage.  A second connection, 400 feet south of the first connection, 
will serve the new air cargo building and a smaller parking lot.  A third connection will be 
constructed, 900 feet to the south and opposite the southbound off-ramp from Route 217.  This 
connection will serve long-term parking.  The loop road (one-way-40 feet wide) that currently 
serves the airline terminal would be converted to a median divided one-way system.  The loop 
would contain two roadways divided by a 12-foot median, a 16-foot curbside passenger 
loading/unloading area adjacent to the terminal, and two 12-foot travel lanes.  One of the 12-foot 
lanes would be designated for taxis, shuttles and buses. 
 
Parking 
An additional 596 spaces would be added to the terminal during the first phase of the planned 
parking improvements.  All of the phase one spaces would be at grade.  Phase two would add an 
additional 350 spaces with the construction of a 650 space 3-story parking structure in an area 
south of the terminal.  The new parking structure (240 feet by 325 feet) has not yet been 
designed, and no visual rendering of the building is included in the EIS/EIR for the Airport 
Facilities Plan. The City states that it will evaluate the need for the construction of the parking 
structure after the completion of phase one of the project to further determine if these additional 
spaces are needed. 
 
Air Cargo Facility 
There are currently three air cargo companies operating at the airport, as well as airlines that 
accept freight shipments.  Based on the increased demand for this service, a new 15,000 square 
foot facility is planned for construction at the south terminal.  Independent air cargo facilities 
will also be located at the site.  The new building will decrease the overall square footage 
currently used by cargo activities and enhance customer service. 
 
T-Hangers and Service Road 
There are presently 55 T-hangers available at the airport.  T-hangers are used by general aviation 
aircraft in which the aircraft are parked alternately tail to tail.  To meet current demand, and  
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accommodate the projected number of additional general aviation aircraft that will need T-
hangers by the year 2015, a total of 185 T-hangers are needed.  
 
 An additional 130 hangers would be constructed beginning in 2002.  Seventy-five (75) of the 
above mentioned 130 T-hangers are included in the current AFP and part of this project.  An 
additional fifty-five (55) T-hangers are identified as part of the City’s Airport 
Industrial/Commercial Specific Plan (Specific Plan), which was incorporated into the Airport 
Goleta Slough LCP (LCP Amendment 2-97) in 1998. 
 
A new service road is proposed to allow firefighting/maintenance vehicles to access the northeast 
quadrant of the airfield to eliminate potential conflicts/crossing situations with the large jet 
aircraft that are serviced on the Ampersand ramp.  The service road will be located just west of 
the ramp. 
 
Airline Terminal Expansion 
The existing 43,500 square foot terminal will be expanded to 58,989 square feet during phase 
one of the project, with an allowance of an additional 1% increase in size (8,000 square feet) to 
accommodate potential passenger growth through the year 2010.  This represents a 14,865 
square foot reduction from the previous 81,865 square foot proposal that had been based on the 
airport’s historical 4% growth rate. 
 
The terminal itself will be raised two feet above the 100 year flood level, electrical, mechanical, 
and plumbing facilities will be upgraded, a main lobby will be constructed, and safety and 
administrative offices will be consolidated.  These improvements involve the demolition of all 
but the historic 1942 portion of the terminal.  The 1967 and 1976 additions will be removed and 
the 1942 portion of the terminal will be renovated.  Planning and design of the terminal 
expansion would take place during phase I of the project, although architectural renderings of the 
design concepts are included in the EIS/EIR.   
 
The four existing ground loading passenger gates will increase to five, and four new passenger 
loading bridge gates will be constructed at the south concourse which serves regional jets and 
larger aircraft. The two-story concourse addition will include central power and pre-conditioned 
air for aircraft parked at those gates.  The improvements will increase the square floor area of 
passenger holding and ticket counter areas, baggage claim and makeup, rental car facilities, 
airline offices, food and beverage concessions, retail services, sky cap offices, and employee 
facilities.   
 
II. Background/Project Purpose & History 
 
The Santa Barbara Airport has been owned and operated by the City of Santa Barbara since 
1941.  The airport consists of 950 acres, and is the busiest commercial service airport on the 
California coast between San Jose and Los Angeles.  Aviation support facilities and the airport 
consist of approximately 600 acres, and another 300 acres encompass the Goleta Slough and it’s 
associated wetlands and tidal channels.  The airport is included in the FAA’s National Plan of 
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Integrated Airport Systems (NPIAS), which defines the role and future development of public-
use airports throughout the United States.  Santa Barbara Airport is classified as a Commercial 
Service Primary Airport, which serves short-haul air carrier routes of less than 1,500 miles.  The 
terminal served approximately 793,000 passengers in 1999.   
 
The original passenger terminal, constructed in 1942, is considered to be eligible for listing on 
the National Register of Historic Places on the basis of both its historical and architectural 
significance.  It is associated with the earliest period of aviation in Santa Barbara (1918-1942), 
and is an example of the distinctive Santa Barbara Spanish Colonial Revival architectural style. 
It was remodeled and expanded in 1967, and further expanded in 1976 to its current size of 
43,500 square feet.  In 1976 the facility served approximately 398,000 passengers.  The FAA 
recently completed a formal review of the Santa Barbara Airport’s aviation forecast, and 
concluded that by the year 2015, an estimated 1,300,000 passengers would use the facility on an 
annual basis.   
 
Previous Commission Reviews 
In 1997, the Commission granted a Coastal Development Permit to the City (4-97-134) to re-
grade 123 acres of the Airport runway infield and taxiway safety areas, including the 
implementation of a wetland restoration and enhancement program that would create some 25.38 
acres of transitional marsh habitat at Goleta Slough. The project was initiated in response to 
Federal Aviation Administration requirements to maintain airport runway and taxiway safety 
areas.   
 
In 1998 the Commission approved LCP amendment 2-97.  The amendment incorporated the 
Airport Industrial Area Specific Plan into the City’s LCP, and up-dated portions of the Land Use 
Plan and related implementation ordinances. 
 
Aircraft Operations 
Aircraft operations by definition consist of the total number of take-offs and landings at an 
airport.  The City states that in recent years the trend in operations has shifted away from the use 
of small 19 to 30 passenger commuter jets and turboprops to larger capacity regional jets that 
seat 60 or more passengers. Historical operations data are divided into four categories consisting 
of air carriers, air taxi, general aviation and military.  Air carriers use aircraft with 60 or more 
seats, air taxis include commuter aircraft having a maximum passenger-seat configuration of 9 
seats or less, and general aviation covers a diverse range of aviation activities except commercial 
air carriers and commuter airlines.   
 
In 1999 aircraft operations at the Santa Barbara Airport consisted of the following: 
 
8,196   Air carrier  
36,647  Air taxi/commuter 
122,810 General Aviation 
804  Military 
168,457 Total Operations 
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Enplanements 
Enplanements are defined as the number of passengers boarding or departing aircraft. Several 
scenarios used to project annual enplanement growth between one and four percent were 
prepared by the City and are included in this staff report. 
 
Proposed Terminal Expansion: 
The objective of the restoration and expansion of the terminal building is to extend the useful life 
of the facility, and allow it to function as an efficient, modern airline terminal while preserving 
its architectural character. The “Santa Barbara Airline Terminal Expansion Program Report” 
found that many of the terminal’s electrical, mechanical and plumbing facilities, some now 50 
years old, need to be upgraded. The report cites circulation difficulties in the terminal main 
lobby, inefficient operations, lack of support facilities, inadequate lobby and baggage claim 
space, and increased demand for air cargo and general aviation facilities as the primary reasons 
for the terminal expansion.  The expansion of the terminal that took place 24 years ago in 1976 
can not realistically meet the current and future passenger demand projected to use the facility by 
the year 2015. 
 
Existing Terminal Conditions 
Calculations done by the Santa Barbara Airport using FAA criteria for determining space needs 
of the terminal are based on annual passenger enplanements combined with peak hour activity.  
Overall demand is derived from historical measured peak hour statistics and flight schedules on 
the average day of the busiest month of the year.  The peak hour activity is then adjusted for each 
future year by the forecasted rate of growth of passenger enplanements.1  This methodology is 
considered the industry standard for determining space needs, according to the FAA Apron and 
Terminal Planning Manual.  
 
The methodology is used in evaluating how much square footage is needed for the terminal and 
related support spaces, and is detailed in Table 1-1, Airline Terminal Square Footage by Use in 
this staff report.  Based on the current level of passenger activity at the Santa Barbara Airport, 
the existing terminal built to today’s FAA and industry standards would need to be 
approximately 59,000 square feet, based on 430 peak hour passengers.  Some of the square 
footage requirements, such as ticketing and baggage makeup areas are derived from FAA and 
industry standards, while the size of passenger hold rooms and the number of bathrooms are 
based on local zoning and building codes. 

 
 
 
 
 
 

                                                 
1 Draft Aviation Facilities Plan, City of Santa Barbara Airport Department (2001) 
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Table 1-1 
Airline Terminal Square Footage by Use Comparison 

(Based on peak hour enplanements) 
 
 
 
 
 

 
Existing Sq. 

Footage 

 
430 peak/hr 
passengers 

  

 
523 peak/hr 
passengers 

 
636 peak/hr 
passengers 

 
774 peak/hr 
passengers 

 
% change 
Existing 

Year 2000 
 

 Year 2000 Year 2000 Year 2005 Year 2010 Year 2015 430 523 
      Peak/hr  
        
Departure Holdrooms 3,296 6,450 7,847 9,547 11,600 95.6 138 
Security Checkpoint 0 560 560 560 720   
Secure Toilets 0 800 800 1,000 1,000   
Landside Toilets 715 800 800 1,000 1,000 11.8 11.8 
Baggage Claim 2,500 4,500 5,500 7,000 9,000 80.0 120 
Rental Car Area 3,800 4,800 4,800 6,000 6,000 26.3 26.3 
Number of Ticket Stations [14] [15] [18] [22] [26]   
Ticket Counter Area 876 825 990 1,210 1,430 -5.8 13.0 
Ticket Queue 857 2,025 2,430 2,970 3,510 136 183 
Ticket Circulation 961 975 1,170 1,430 1,690 1.4 21.7 
Airline Baggage Make-up 1,196 5,366 6,666 8,366 10,366 348 457 
Airline Offices 2,495 3,000 3,650 4,440 5,400 20.2 46.2 
Airport Administration Offices 300 1,000 1,225 1,500 2,000 233 308 
Food/Beverage Concession 280 500 650 800 1,000 78.5 132 
Retail Concession 0 150 150 150 200   
Concession Storage 0 150 150 200 300   
Sky Cap Office 784 784 784 784 784   
Contractors Breakroom 3,050 0 0 0 0   
Security Office 784 784 784 784 784   
Aircraft Apron Baggage Handling 3,050 0 0 0 0   
        
Subtotal 34,891 46,085 52,972 63,957 74,500 32.0 51.8 
        
13% for Mechanical/Electrical 4,893 5,991 6,886 8,314 9,685   
15% for Circulation 5,516 6,913 7,946 9,594 11,175   
        
Total Area 45,300 58,989 68,025 81,865 95,360 30.2 50.1 
 
[X] is not included in total area 
 Peak Hour Passenger forecast assumes previous 4% annual growth rate (for comparison purposes) 
This analysis is based upon 3 airlines serving the terminal 
Airline baggage makeup is exterior covered space 
Use of aircraft apron for baggage handling  eliminated for new terminal 

 
 
Changes in Terminal Expansion Forecasts  
Since the Commission previously reviewed this project at its January 2002 meeting, in response 
to Commissioner questions, the City has provided additional information related to the forecasts 
and growth projections of passengers at the airport.  While the Airport Facilities Plan currently 
reflects the long-term projection of 4% annual passenger growth, the City has recognized that the 
phasing of the terminal expansion should be re-evaluated and implemented based on a more 
conservative growth estimate through the period 2010.  
 
In consideration of events that took place on September 11, 2001, which continue to greatly 
affect the aviation industry, the Airport has revisited the airline terminal expansion component of 
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the Aviation Facilities Plan  Three issues related to local conditions and the air travel market 
were of immediate concern.  The need for increased levels of security, the reduced level of 
passenger activity, and the replacement of the United Shuttle Service with United Express raised 
concerns. After further assessment of these issues and the implications for the airline terminal 
expansion, the City is proposing a phased plan that is need based, in which previously proposed 
improvements would occur only as passenger demand increases and the airlines re-establish 
service in Santa Barbara. 
 
The City prepared the Aviation Forecasts Summary for the Santa Barbara Airport (Table 1-3) as 
part of the Aviation Facilities Plan (AFP) to guide commercial aviation activities and 
development through the year 2015.  The plan’s summary provides a basis for comparing several 
levels of growth in enplanements that can then be applied to the relative square footage of the 
phased terminal improvements. The major projects proposed in the AFP, which are based on 
these forecasts, will be correlated to the actual levels of passenger use and aircraft operations.  
These forecasts also consider local population and economic data, as well as regional, state and 
national aviation trends. 
 
Historic Passenger Activity 
Over the 30 year period from 1970 to 2000, the historic passenger increases at the airport have 
averaged four (4) percent per year.2  This reflects a long-term average, and “reasonable worst 
case”  assumption (as defined under the California Environmental Quality Act). In May 2001, 
the FAA completed its review of the Airport’s aviation forecast and concluded that a 4% annual 
passenger growth rate is probably too optimistic for the next fifteen years.  The FAA states that a 
lower annual growth rate of around 3% appears to be more reasonable.  This lower growth rate 
would equate to approximately 650,000 enplanements in 2015, rather than the 750,000 
enplanements that would result from a 4% annual growth rate.3 
 
Total passenger activity (enplaned passenger activity) described in the City’s Aviation Facilities 
Plan shows an average annual increase from 1970 to 2000 of four percent, although extreme 
fluctuations occurred throughout this period.  As a result of the Airline Deregulation Act in 1978 
there was some growth in the number of regional airlines serving markets in California and in 
Santa Barbara.  In 1980 there were an estimated 216,407 passengers, growing to 341,427 in 
1987, a 57% increase in 7 years.  By 1990 this total had dropped to 314,205 and continued to 
decline for several more years, reaching a low of 264,343 in 1995.  For the period 1999 thru 
2015 the FAA projects total growth (enplanements) at the Santa Barbara Airport to increase by 
2.3% per year, reaching 550,000 in 2015.   
 
 
 
 
 

                                                 
2 Airport and Planning Commission Staff Report, City of Santa Barbara (2001) 

3 Airport and Planning Commission Staff Report, City of Santa Barbara (2001) 
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In commenting on the Santa Barbara Airport’s Terminal Area Forecast (TAF) in the Draft 
Aviation Facilities Plan, the FAA noted a sharp rise in enplanements between 1995 and 1998, 
and that this resulting enplanement spike may be overly influencing the latest forecast revision.  
Overall enplanements increased in 1996 by 27.4 percent, and in 1997 by 25.7 percent. 
Enplanements then fell over the next three years (2.0 percent in 1998, 3.9 percent in 1999 and 
2.0 percent in 2000).  Table 1-2, Enplaned Passenger Activity, 1980 – 2000, provides data 
relative to the total number of passengers enplaned each year, which were then used to develop 
these forecasts. 

 
Table 1-2 

Santa Barbara Airport Enplaned Passenger Activity 1980-2000 
 

Year Air Carrier Commuter Total Enplaned Passengers 
 

% Change 

1980    n.a.      n.a.   216,407      -7.2           
1981    n.a.    n.a. 187,279     -13.5           
1982 81,618 96,139 177,757      -5.1           
1983 102,555 109,604 212,159      19.4           
1984 134,441 114,865 249,306      17.5 
1985 157,420 104,435 261,855        5.0 
1986 207,961 87,516 295,477      12.8 
1987 225,451 115,976 341,427       15.6 
1988 186,894 125,827 312,721       -8.4 
1989 190,244 133,469 323,713       3.5           
Year Air Carrier Commuter Total Enplaned Passengers 

 
% Change 

1990 166,701 147,504 314,205      -2.9           
1991 152,391 141,633 294,024      -6.4           
1992 161,887 127,129 289,016      -1.7           
1993 127,881 134,441 262,322      -9.2 
1994 115,298 163,796 279,094       6.3 
1995 97,964 166,379 264,343      -5.3 
1996 117,898 218,834 336,732      27.4              
1997 159,110 264,212 423,322       25.7 
1998 164,116 250,774 414,890      -2.0 
1999 171,436 227,431 398,867       3.9 
2000 188,315 202,654 390,969      -2.0 

 
Phasing of Terminal Improvements 
The City states it is currently proposing to construct only the first phase of the Airline Terminal 
Improvements to meet current demand, combined with a modest 1% allowance of growth 
through the year 2010.  The second phase of the program would depend entirely on the 
performance of passenger activity levels between the years 1999 and 2008, with a cap not to 
exceed 4 % through 2015.  If passenger activity is flat, there will be no justification for a second 
phase.  However, if passenger activity reaches levels of 1997 and 1998 (annual growth of 25% 
and 27% respectively) then phase 2 of the planned terminal expansion would be proposed.  The 
size of the terminal area, relative to annual enplanements, would be based on actual growth 
(between a one and four percent)  as shown in table 1-3 below. 
 

Table 1-3 
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Aviation Forecasts Summary - Santa Barbara Airport 
 

Forecasts Factor Base Year 
1999 2005 2010 2015 

Total Annual Enplanementsa                  
Air carrier b and commuter c 
• 4% annual growth rate used in EIS/EIR) 
• 3% annual growth rate (recommended by 

FAA) 
For information: 

2% annual growth rate 
1% annual growth rate 

 
 

399,000 
399,000 

 
 

399,000 
399,000 

 
 

500,000 
477,000 

 
 

424,000 
407,000 

 
 

610,000 
552,000 

 
 

496,000 
445,000 

 
 

750,000 
640,000 

 
 

548,000 
468,000 

 
(a) Enplanements x 2 typically equals total passengers. 
(b)  “Air carrier” = airline engaging in air transportation under a certificate issued by FAA in aircraft with 60+ seats. 
(c)   “Commuter”  or  “Air Taxi”  means any scheduled operation of at least 5 round trips per week between 2 or more 

points in aircraft of 60 or fewer seats.  Helicopter and air cargo operations are grouped with air taxi/commuter. 
 
Phase 1 Improvements 
This revised phase of the Airline Terminal improvement program is scheduled to be completed 
in 2008, six years after  the projected Airport Facility Plan approval and EIS/EIR certification.  
During this period of design, permitting, and construction, some increase in passengers is 
expected.4 Initially, the City had projected expansion of the terminal to 81,865 square feet by the 
year 2010.  The Airport now proposes that the Phase 1 improvements be sized to meet today’s 
level of passenger enplanements (59,000 square feet) plus an additional 8,000 square feet to 
allow for 1% growth through the year 2010.  This represents a 14,865 square foot reduction from 
the previously planned 81,865 square foot proposal that had been based on the airport’s historical 
4% growth rate. 

Table 1-4 
Projected Enplanements and Relative Terminal Size5 

Santa Barbara Airport 
 

 
Year 

 
Level of Enplanements 

 
Terminal Area 

 
Growth Rate 

    
1999 400,000 45,000 sq. ft. (existing) n/a 
2010 445,000 67,000 sq. ft.(Phase I) 1% 
2015 468,000 72,000 sq. ft. 1% 
2015 548,000 78,000 sq. ft. 2% 
2015 640,000 87,000 sq. ft. 3% 
2015 750,000 95,000 sq. ft. 4% 

 
 
 
 

                                                 
4 Airport and Planning Commission Staff Report, City of Santa Barbara (2001) 

5 PMSM-MClier Architects (2001) 
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Phase 2 Improvements 
The level of passenger activity, measured by the number of annual enplanements, will determine 
the need and size of any additional terminal development proposed for phase 2 of the project.  
The City states that between 2008 and 2010 no construction will occur, and that during this time 
updated terminal forecasts will be reviewed by both the City and FAA.  The evaluation will be 
compared with historic trends, economic information, operational factors, and market demand.   
 
The FAA has the responsibility to review any such aviation forecasts that are submitted to it in 
conjunction with airport planning, including airport master plans and environmental studies.  
These forecasts of aviation activity are included in the FAA’s Terminal Area Forecast (TAF), the 
National Plan of Integrated Airport Systems (NPIAS), and analyzed when federal funding 
requests are submitted.6 
 
FAA 
The FAA requires that all airports be operated under the provisions of 14 CFR Part 139 
(Certification and Operations), which establishes certification criteria for airports serving 
scheduled air carrier operations for aircraft with 30 seats or more.  The FAA requires that the 
airport maintain runway safety areas, and defines the runway safety area as: “a defined surface 
surrounding the runway prepared or suitable for reducing the risk of damage to airplanes in the 
event of an undershoot, overshoot, or excursion from the runway.”  The Santa Barbara Airport 
currently does not provide the requisite safety area overrun for runway 7-25. 
 
The FAA Office of Safety Oversight completed a recent study entitled “Location of Commercial 
Aircraft Accidents/Incidents Relative to Runways” which analyzed the causes of such accidents. 
The study determined that improving the existing non-complying runway safety areas to meet 
minimum FAA design standards is necessary to ensure the overall safety of existing aircraft 
operations at the Santa Barbara Airport.  Regardless of future passenger demand for commercial 
airline services, the runway safety improvements are required in order to meet current FAA 
safety standards. 
 
The FAA further stipulates that the safety areas shall be: 
 
1. Cleared and graded and have no potentially hazardous ruts, humps, depressions, or other 
surface variations;  
 
2.  Drained by grading or storm sewers to prevent water accumulation; 
 
3.  Capable, under dry conditions, of supporting snow removal equipment, aircraft rescue and 
firefighting equipment, and the occasional passage of aircraft without causing structural damage 
to the aircraft;  
 

                                                 
6 Forecasting Aviation Activity by Airport, FAA Office of Aviation Policy and Plans, Statistics and Forecast Branch (APO-110) (2001) 
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4.  Free of objects, except for objects that need to be located in the safety area because of their 
function.  Objects higher than three inches above grade should be constructed of low impact 
resident supports of the lowest practicable height with the frangible point no higher than 3 inches 
above grade.  Other objects, such as manholes, should be constructed at grade.  In no case should 
their height exceed 3 inches above grade; and 
 
5.  Safety areas must be compacted to 90 percent of their relative maximum level of compaction. 
 
Bird Strike Hazards 
Bird use of wetlands in the area surrounding Goleta Slough is a concern to both the FAA and the 
City of Santa Barbara, due the hazards birds pose to aircraft.  The FAA is generally opposed to 
increases in wetland acreage in the vicinity of airfields, regardless of the type of wetland and 
habitat.   
 
The FAA states that wildlife aircraft strikes have resulted in the loss of hundreds of lives world 
wide, as well as billions of dollars worth of aircraft damage.  The FAA Advisory Circular 
Hazardous Wildlife Attractants on or Near Airports recommends siting criteria for separations 
between wildlife attractants and airport developments projects.  The Circular recommends a 
distance of 5,000 feet for airports serving piston powered aircraft, and 10,000 feet for turbine 
powered aircraft.  Given these considerations, the City had not initially proposed a mitigation 
plan for this project that included restoring tidal wetlands, although they are currently involved 
in a long-term project with the Coastal Conservancy to restore tidal circulation in Goleta Slough. 
 
The City’s current study (Tidal Circulation and Bird Strike Study) on tidal circulation and bird 
use of the airport property will assess the feasibility of conducting an experiment to provide 
guidance in determining a long-term wetland restoration strategy for Goleta Slough. The pilot 
study will examine the effects of tidally influenced bodies of water in Goleta Slough on bird 
activity and bird strike hazards at the airport, conduct a field study, and evaluate the potential 
effect on future modifications of the slough.   
 
The City prepared the Wetlands Mitigation Feasibility Study and Wildlife Hazard Assessment in 
2000, which determined that the existing conditions at the airport actually pose a greater risk of 
bird strikes, and that the implementation of tidal restoration could reduce the attractiveness of 
several areas within the slough to birds.  The FAA deferred to the U.S. Department of 
Agriculture to review these findings, which in turn disagreed with the results of the study.  
However, in consideration that safety at the airport could be improved through some form of 
tidal restoration, the FAA determined that an additional study was warranted, even though the 
Department of Agriculture advised against such a study.  The current Tidal Circulation and Bird 
Strike Study is the result of this action. 
 
Goleta Slough Tidal Restoration Project 
In June 1999 the California Coastal Conservancy accepted $938,000 from the U.S. Fish and 
Wildlife Service, $200,000 from the County of Santa Barbara, and approved $120,000 of 
Conservancy funding for the preparation of an enhancement plan for the Goleta Slough Tidal 
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Restoration Project.  This project is distinctly separate from the Bird Strike Study, which was 
requested by the FAA to determine whether tidal restoration would increase bird-strike hazards. 
 
The Goleta Slough Tidal Restoration Project would entail restoration of tidal circulation to 
approximately 25 acres of degraded salt marsh in the western slough, on UCSB and Department 
of Fish and Game property, and enhancement of 13 acres of surrounding transitional and upland 
habitat.  In February 2001 the Coastal Conservancy authorized $150,000 for the current Bird 
Strike Feasibility Study.  
 
Status Report on The Tidal Circulation and Bird Strike Hazard Study 
Since the Commission’s January 2002 meeting, when this item was postponed, the City of Santa 
Barbara has provided the Commission staff with additional information on this ongoing 
feasibility study (Phase 1), which is scheduled for completion in March 2002. There are two 
distinct portions of the study.  Phase 1 is currently in progress and the results of that portion of 
the study are nearly completed.  Once the results of Phase 1 are prepared, the FAA and its 
consulting biologists must agree with the findings and recommendations in order for the City to 
go forward with the second portion of the study, the field experiment. 
 
Phase 1 of the Tidal Circulation and Bird Strike Hazard Study consists of: 
 

1.  Evaluation of existing bird strike hazards: Bird surveys on the airfield and surrounding 
areas for an 11 month period, an analysis of bird strike records or incidents at the airport, 
and identification of bird attractants and hazardous bird behavior near the airfield. 
 
2.  Bird use of tidal and non-tidal areas:  Mapping of habitats in Goleta Slough and surveys 
of birds in tidal and non-tidal areas. 

 
3.  Analysis of existing tidal and non-tidal areas:  Development of topographic and GIS 
mapping, calculation of acreage, characterization of current tidal influence in the slough, 
and simulation and modeling of tidal inundation areas. 

 
4.  Project Development and Identification of Candidate Species for Field Experiments:  
Conceptual plans and construction design details will be completed, an analysis of bird 
strike potential, the extent of tidal inundation, and the development of project related 
design/controls/monitoring and evaluation will be completed. 

 
5.  Environmental Documentation:  This portion of the project includes the preparation of 
environmental documents, review of findings, and public meetings and coordination with 
other resource agencies.  The second phase of the study, the field experiment, would 
require a Coastal Development Permit from the Commission, and may require a Section 
404 Permit from the Corps of Engineers, a Section 401 Certification from the Regional 
Water Quality Control Board, and a Streambed Alteration Agreement from the California 
Department of Fish and Game. 
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FAA Review of Recommendations  
The FAA and its consulting biologists will review the results of Phase 1 of the Tidal Circulation 
and Bird Strike Hazard Study.  The FAA must then decide, based on the results of Phase 1 of the 
study, whether the separation between areas of proposed tidal restoration and aircraft operations 
is adequate, considering the FAA’s existing siting criteria and previous opposition to increasing 
wetland acreage in the vicinity of airfields.   
 
Commitments by the City of Santa Barbara 
Under the assumption that the FAA accepts and approves the City’s recommendations to 
proceed, the City of Santa Barbara has agreed to the following additional commitments for the 
airfield safety project.  These commitments are incorporated into the City’s Consistency 
Certification, and would also be part of any Coastal Development Permit application. 
 
Prior to submitting the Phase 1 results to the FAA, the City will submit the results to the 
Commission for its comments and recommendations.  These comments and recommendations 
will be included in the City’s submittal to the FAA. 
 
1.  The City will attempt to pursue a Memorandum of Understanding with the FAA to ensure that 
the terms, conditions, and findings under which the field experiment (Phase 1) is conducted will 
result in a clear conclusion to either conduct tidal restoration or not.  Prior to signing any MOU, 
the City will work with Commission staff on the language of any draft MOU, and if the 
Commission so desires, it will be added as a signatory to the MOU. 
 
2.  Upon the completion of Phase 2 of the study, approximately three years from its start date 
(estimated to be 2005) the City will recommend to the FAA that a tidal restoration project 
(partially funded by the Coastal Conservancy) be authorized if such restoration does not increase 
the risk of bird strikes.  Again, prior to submitting the Phase 2 results to the FAA the City will 
submit the results of the second phase of the study to the Commission for its comments and 
recommendations.  These comments and recommendations will be included in the City’s 
submittal to the FAA. 
 
3.  The results of the Tidal Circulation and Bird Strike Hazard Study will be presented to the 
Commission for review. 
 
4.  The City will coordinate with other regulatory resource agencies, including the Commission, 
to identify one or more tidal restoration sites in Goleta Slough, and pursue potential funding 
sources for the implementation of the restoration project. 
 
5. Once there is authorization from FAA, and concurrence with the Goleta Slough Management 
Committee on the focus of the tidal restoration projects, the airport will act as the lead agency to 
develop a joint implementation of the Tidal Restoration Plan for Goleta Slough with 
participation from U.C. Santa Barbara, the California Department of Fish and Game, and 
adjacent property owners. 
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6.  If full agreement is not reached, or if any of these agencies or property owners do not choose 
to participate, (the exception being if the Commission or the FAA prohibit or deny tidal 
restoration) the City will continue to implement tidal restoration options to the maximum extent 
feasible.  
 
7.  If tidal restoration is not ultimately approved, the City commits to providing an additional 
13.30 acres of wetland mitigation. 
 
Safety 
The present runway safety area (RSA) at Runway 7-25 is 320 feet long and 500 feet wide at the 
west end, and 215 feet long and 500 feet wide at the eastern end. Minimum FAA design 
standards for C-IV runways require a 500 foot wide by 1,000 foot long RSA.  These undersized 
safety areas have not been enlarged in the past as they were constrained by Tecolotito Creek to 
the west, and San Pedro Creek and Fairview Avenue to the east.  
 
The FAA considers the types of aircraft that use the runway in assessing runway length 
requirements.  At the Santa Barbara Airport, jets operating in scheduled service are most affected 
by runway length and are considered the critical aircraft group.  Of all the variables considered in 
aircraft takeoffs (payload/elevation/wind speed/runway gradient/air temperature/obstacles) the 
payload, or maximum gross take-off weight of the aircraft and air temperature are the most 
critical.  When air is less dense due to higher temperatures the climbing capabilities of aircraft 
are reduced.  When runway length limitations are a factor, cargo may be limited or the number of 
passengers and their luggage may be reduced. 
 
The proposed Taxiway M will allow aircraft landing on Runways 15R33L and 15L33L to access 
aircraft facilities on the northwest side of the airfield without crossing the runway several times.  
Under current taxiway conditions, aircraft landing on these runways must cross up to four active 
runways to access the northwest aircraft ramp area, and this greatly increases the probability of 
runway incursions, or unauthorized runway crossings. 
 
In the year 2000, the Santa Barbara Airport had the third highest rate of incursions in California 
and the tenth highest in the nation, according to FAA data from 450 towered airports nationwide 
and summarized in the FAA Runway Safety Report 2000.  Twice in the past four years, there 
were serious “near collision” incidents involving airplanes either taking off or landing across the 
path of another aircraft, according to FAA.  Of California’s nearly 40 towered airports that 
reported statistics, only LAX, with five near misses on the runway, has had more near collisions 
over the same period.  The Santa Barbara Airport ranks ahead of such major airports such as 
SFO, as well as airports in Oakland and Seattle. 
 
Goleta Slough 
The City of Santa Barbara Airport and Goleta Slough Local Coastal Program (LCP) (1982) 
describes Goleta Slough as an area of approximately 400 acres, of which 189 acres are classified 
as tidal marsh subject to tidal inundation through natural channels or culverts. Goleta Slough is 
designated “Recreational Open Space” in the LCP.  The Goleta Slough Reserve Zone, which 
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coincides with the Goleta Slough Ecological Reserve, is located 50 feet from the westerly end of 
Runway 7-25.  The wetland communities within the slough include open water, coastal salt 
marsh, salt flats, seasonal wetland meadows, riparian woodland, shrub-scrub thicket and 
transitional wetlands. Upland areas include 25 acres south of the main slough channel adjacent to 
the University of California Santa Barbara (UCSB) campus. 
 
Goleta Slough once occupied an area of over 1,200 acres.  The natural harbor extended north of 
Hollister Avenue and east of the airport property for several miles, until sedimentation from 
upstream slopes filled most of the harbor with silt and a shallow lagoon was formed.  The slough 
provides habitat to support a large resident bird population and serves as a resting and feeding 
site for migrating birds using the Pacific Coast flyway.  In the 1940’s, salmon runs throughout 
the slough and its feeder creeks were a common occurrence, and the slough has supported a 
recreational fishery for flounder.   
 
Several current and former rare or endangered species have been identified in the slough 
including the Light-footed clapper rail, California least tern, American peregrine falcon, 
California brown pelican, Belding’s savannah sparrow, California Red-legged frog, Tidewater 
goby and Southern California steelhead trout.  Portions of Tecolotito Creek that flow into the 
Goleta Slough ecosystem are considered Essential Fish Habitat (EFS) for the rex sole and starry 
flounder, which spend part of their life cycle in the tidally influenced portions of the creek. 
 
Goleta Slough Management Committee 
The Goleta Slough Management Committee includes federal, state and local agency staff, public 
and private property owners, public utilities, and public interest groups and land trusts.  The 
GSMC’s role is advisory and offers a forum for the review of the proposed plans and projects 
that directly or indirectly impact the Goleta Slough Ecosystem.  The Committee has also pursued 
grants and made recommendation relating to wetland restoration and mitigation projects.7 The 
committee has worked to develop the Goleta Slough Ecosystem Management Plan (GSEMP).  
The plan focuses on the protection and maintenance of the natural diversity of species, habitats 
and ecosystem functions of the slough, and the restoration and enhancement of those resources.   
 
The objective of the GSEMP is to compile all existing plans and data related to the Goleta 
Slough Ecosystem Management Area, and provide a comprehensive approach to ecosystem 
management and project mitigation in the slough.  The policies are advisory and are designed to 
complement those policies of regulatory agencies that retain control over the slough. 
 
Consistency with Local and Regional Plans 
The City of Santa Barbara states that the proposed project is “potentially consistent” with the 
Santa Barbara County Airport Land Use Plan (ALUP).  The plan establishes spheres of influence 
around the airport, and prescribes land use policies, building height restrictions, and 
soundproofing standards.  The Santa Barbara Airport Draft Environmental Impact 
Statement/Environmental Impact Report (EIS/EIR) for the Aviation Facilities Plan (AFP) states 
that the proposed project is potentially consistent with the following plans and policies:  
                                                 
7 Santa Barbara Airport Draft EIS/EIR for the Aviation Facilities Plan: pp. 3-152 (2001) 
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 Santa Barbara Airport-Community/Industrial specific Plan (1998) 
 Draft Goleta Slough Ecosystem Management Plan (1997) 
 Santa Barbara City General Plan  
 City of Santa Barbara Local Coastal Plan 
 Santa Barbara Airport Aviation Facilities Plan 
 City of Santa Barbara Local Coastal Plan-Airport and Goleta Slough (1982) 
 Goleta Community Plan 
 
Local Coastal Program 
The Santa Barbara Airport and Goleta Slough LCP was certified by the Commission on May 20th 
1982.  In 1998 the Commission approved an LCP Amendment which incorporated the Airport 
Industrial Area Specific Plan into the City’s certified Local Coastal Program.  In the LCP, the 
City describes development that includes the lengthening of runway 7-25 an additional 400 feet, 
and an extension of runway 7-25’s safety area.  Other projects described include a taxiway ramp 
widening parallel to runway 15L-33R, additional aircraft parking and the re-routing of Los 
Carneros and Tecolotito Creeks as they drain into Goleta Slough.  The LCP states that no 
additional development can take place within Goleta Slough, and the only area open for 
expansion at the Airport is to the north and east of the slough.   
 
The Santa Barbara Airport Draft Environmental Impact Statement/Environmental Impact Report 
(EIS/EIR) for the Aviation Facilities Plan states: “that to construct the airfield safety area 
projects, realign Tecolotito Creek, and expand the airline terminal, it will be necessary to amend 
the Local Coastal Program to remove the affected area from the Goleta Slough Ecological 
Reserve, and rezone the property to Airport Approach and Operations (AAO) and Airport 
Facilities (AF)”.  Additional areas south of Hollister Avenue near Carneros Creek which are 
designated “Major Public and Institution” would also need to be changed to “Goleta Slough 
Reserve” (GSR) and “Open Space.”  An LCP amendment is currently being prepared by the City 
of Santa Barbara for submittal to the Commission. 
 
III. Phased Review 
 
The Federal Aviation Administration (FAA) procedures require Commission concurrence in a 
consistency certification prior to finalization of an Environmental Impact Statement (EIS) and 
issuance of a record of decision (ROD).  Consistency review is also necessitated by the fact that 
the project requires a permit from the U.S. Army Corps of Engineers.  In these situations, the 
Commission performs its federal consistency review in a “phased” manner.   The “phase” of the 
Commission’s review that is before it at the present time is for the limited purpose of assuring 
that the fundamental concept, goals and objectives of the project are consistent with the 
applicable California Coastal Management Program (CCMP)/Coastal Act policies.  (The 
standard of review for the subsequent coastal development permit will be the policies of the City 
of Santa Barbara-Airport and Goleta Slough LCP.)  More detailed review at this time is 
precluded by the fact that final mitigation measures and monitoring plans have not been fully 
developed. 
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At this stage in the review process, the information submitted to date does not include final plans 
or detailed mitigation and monitoring plans. The City has not made final design decisions, and 
several project elements have not been finalized, including: (1) final detailed habitat 
configurations; and (2) the biological, water quality, and other monitoring plans.  Thus, the 
consistency certification submitted contains only a conceptual plan and conceptual mitigation 
measures.  To the extent mitigation measures have been committed to and described, as 
discussed in the findings below, the Commission is able to make an overall determination as to 
whether the project is consistent with the applicable Coastal Act policies. If the Commission 
were to concur, detailed design would follow and be the subject of a subsequent coastal 
development permit application submitted by The City of Santa Barbara.   
 
If the Commission were to concur, any changes to the project design or mitigation commitments 
raising Coastal Act policy concerns not previously identified could independently trigger 
additional federal consistency review under the provisions of Section 930.66(b) and/or Section 
930.100(b) of the federal consistency regulations (15 CFR Part 930), which provide for re-
review based on “changed circumstances” of federally permitted and federally funded activities 
in which the Commission has previously concurred (i.e., based on a determination that the 
project is having coastal zone effects that are substantially different than originally proposed and, 
as a result, the project is no longer consistent with the applicable coastal management program 
policies).    
 
IV. Status of Local Coastal Program 
 
The standard of review for federal consistency certifications is the policies of Chapter 3 of the 
Coastal Act, and not the Local Coastal Program (LCP) of the affected area.  If an LCP that the 
Commission has certified and incorporated into the California Coastal Management Program 
(CCMP) provides development standards that are applicable to the project site, the LCP can 
provide guidance in applying Chapter 3 policies in light of local circumstances.  If the 
Commission has not incorporated the LCP into the CCMP, it cannot guide the Commission's 
decision, but it can provide background information. The City of Santa Barbara's Goleta 
Slough/Airport LCP has been certified by the Commission and incorporated into the CCMP. 
 
V.   Applicant’s Consistency Certification 
The City of Santa Barbara has certified that the project is consistent with the California Coastal 
Management Program. 
 
VI.   Staff Recommendation 
The staff recommends that the Commission adopt the following motion: 
 
MOTION: I move that the Commission concur with consistency certification CC-058-

01 that the project described therein is consistent with the enforceable 
policies of the California Coastal Management Program (CCMP). 
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STAFF RECOMMENDATION: 
 
Staff recommends a NO vote on the motion.  Failure of this motion will result in an objection to 
the certification and adoption of the following resolution and findings.  An affirmative vote of a 
majority of the Commissioners present is required to pass the motion. 
 
 
RESOLUTION TO OBJECT TO CONSISTENCY CERTIFICATION: 
 
The Commission hereby objects to the consistency certification by the City of Santa Barbara, on 
the grounds that: (1) the project described therein is not consistent with the enforceable policies 
of the CCMP; and (2) that the applicant has not provided sufficient information to enable the 
Commission to determine the project’s consistency with the CCMP. 
 
PROCEDURES: 
 
A.  Procedure if the Commission finds it has insufficient information to find the project 

consistent with the CCMP: 
 
Section 930.63(c) of the federal consistency regulations (15 CFR Section 930.63(c)) requires 
that, if the Commission's objection is based on a lack of information, the Commission must 
identify the information necessary for it to assess the project's consistency with the CCMP.  That 
section states that: 
 

 §930.63 State agency objection to a consistency certification. 
 
 (c) A State agency objection may be based upon a determination that the 
applicant has failed, following a written State agency request, to supply the 
information required pursuant to §930.58 or other information necessary for the 
State agency to determine consistency. If the State agency objects on the grounds 
of insufficient information, the objection shall describe the nature of the 
information requested and the necessity of having such information to determine 
the consistency of the activity with the management program. The objection may 
describe alternative measures (if they exist) which, if adopted by the applicant, 
may permit the proposed activity to be conducted in a manner consistent with the 
enforceable policies of the management program. 

 
As described fully in the findings below, the Commission has found this consistency certification 
to lack the necessary information to determine if the proposed project is consistent with Sections 
30233 and 30236 of the Coastal Act.  In order to evaluate the project's consistency with the 
CCMP, the Commission needs the following information: 
 
1. An additional alternative analysis relative to Section 30233 and 30236 that analyzes the 
impacts and feasibility of the Engineered Material Arrestment System (EMAS), recently 
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approved by the FAA as an alternative to standard runway safety areas where natural obstacles, 
such as bodies of water or wetlands, make construction of a standard safety area impracticable.  
The Commission has sent a letter to the applicant requesting this information. 
 
B.  Procedure if the Commission finds that the proposed activity is inconsistent with the 

CCMP: 
 
Section 930.63(b) of the federal consistency regulations (15 CFR Section 930.63(b)) requires 
that, if the Commission's objection is based on a finding that the proposed activity is inconsistent 
with the CCMP, the Commission must identify measures, if they exist, that would bring the 
project into conformance with the CCMP.  Section 930.63 provides: 
 

§930.63 State agency objection to a consistency certification. 
 
 (b) State agency objections that are based on sufficient information to 
evaluate the applicant’s consistency certification shall describe how the proposed 
activity is inconsistent with specific enforceable policies of the management 
program. The objection may describe alternative measures (if they exist) which, if 
adopted by the applicant, may permit the proposed activity to be conducted in a 
manner consistent with the enforceable policies of the management program.  
  

As described in the Wetland Section below, the proposed project is inconsistent with the CCMP.  
Pursuant to the requirements of Section 930.63(b) of the federal regulations implementing the 
CZMA, the Commission is responsible for identifying measures, if they exist, that would bring 
the project into compliance with the CCMP.  The City has not fully evaluated the permanent 
impacts to 18.91 acres of upland habitat consisting of upland grassland and coastal sage scrub 
communities that function as buffers for wetland habitats, nor proposed any acceptable 
mitigation for these impacts.  The project therefore does not meet the mitigation test described in 
Section 30233 of the Coastal Act. The City should submit a revised project that includes suitable 
mitigation for these impacts. 
 
C.  Right of Appeal: 
 
Pursuant to the requirements of 15 CFR Section 930.64(e) of the regulations implementing the 
CZMA, the applicant has a right to appeal this objection to the Secretary of Commerce on the 
grounds described in 15 CFR Part 930 Subpart H. 
 
 
VII.  Findings and Declarations 
 
 The Commission finds and declares as follows: 
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A. Wetlands and Environmentally Sensitive Habitat.   
 
  1. Coastal Act Policies.  The Coastal Act provides that: 

 
30233(a): The diking, filling, or dredging of open coastal waters, wetlands, estuaries, 
and lakes shall be permitted in accordance with other applicable provisions of this 
division, where there is no feasible less environmentally damaging alternative, and where 
feasible mitigation measures have been provided to minimize adverse environmental 
effects, and shall be limited to the following: 
 

(l)  New or expanded port, energy, and coastal-dependent industrial facilities, 
including commercial fishing facilities. 

 
(2)  Maintaining existing, or restoring previously dredged, depths in existing 
navigational channels …. 

 
 (3)  In wetland areas only, entrance channels for new or expanded boating facilities …. 
 

(4)  In open coastal waters, other than wetlands, including streams, estuaries, and 
lakes, new or expanded boating facilities and the placement of structural pilings for 
public recreational piers that provide public access and recreational opportunities. 

 
(5)  Incidental public service purposes, including but not limited to, burying cables and 
pipes or inspection of piers and maintenance of existing intake and outfall lines. 

 
(6)  Mineral extraction, including sand for restoring beaches, except in environmentally 
sensitive areas. 

 
 (7)  Restoration purposes. 
  
 (8)  Nature study, aquaculture, or similar resource dependent activities. 
 
(c) In addition to the other provisions of this section, diking, filling, or dredging in 
existing estuaries and wetlands shall maintain or enhance the functional capacity of the 
wetland or estuary… 
 
30240. (a) Environmentally sensitive habitat areas shall be protected against any 
significant disruption of habitat values, and only uses dependent on those resources shall 
be allowed within those areas. 
  
(b) Development in areas adjacent to environmentally sensitive habitat areas and parks 
and recreation areas shall be sited and designed to prevent impacts which would 
significantly degrade those areas, and shall be compatible with the continuance of those 
habitat and recreation areas. 
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 (a.) Wetland Impacts  
Wetland impacts from the project would occur in ten separate locations of the Santa Barbara 
Airport property (see Exhibits 11- 15).  The information below provides a description of the 
biological and physical attributes of Goleta Slough and its upstream creeks and channels, 
permanent and temporary wetland and habitat impacts, the Airport’s Tidal Circulation and Bird 
Strike Study, and input from other regulatory agencies. 

Goleta Slough 
Goleta Slough is an estuary which is dominated by marine influences and supports an extensive 
salt marsh.  Seven creeks (Tecolotito, Carneros, San Pedro, Las Vegas, San Jose, Atascadero and 
Maria Ignacio) drain southward from the Santa Ynez Mountains, discharging into the slough.  
The present condition of the slough reflects the interaction of changing sea levels with processes 
of erosion and deposition at the mouths of these streams over thousands of years.  Tidal 
circulation extends up each of the tributaries with the exception of La Vegas and Maria Ygnacio 
Creeks.  The Goleta Slough ecosystem encompasses diverse wetland and habitat types.  It 
supports species which are both resident and migrant that are regionally rare in coastal 
California, or locally rare in Santa Barbara County. 
 
An estimated 279 bird species have been reported within the Slough, and of these, 121 species 
are water associated, and 158 species occur primarily in upland areas.  The salt marsh vegetation 
and mudflats offer roosting and nesting areas and foraging habitat for several avian species.  Sora 
and Virginia rail, several species of herons, and the state listed endangered Belding’s savannah 
sparrow all feed in the dense pickleweed (Salicornia virginica) vegetation. Open mudflats 
provide roosting and resting areas for shorebirds and other migratory species.   
 
Vegetation and habitat types in the slough include extensive wetland and upland areas.  Wetlands 
include: estuarine, riverine, palustrine, intertidal estuarine and low intertidal mudflats.  Upland 
vegetation classified as ruderal has colonized most of the upper surfaces of the artificial dikes 
and berms that line the slough’s basins and creek channels.  Scrub vegetation is scattered over 
many parts of the area.  Coastal bluff scrub is common at the project area, and Coastal sage scrub 
vegetation occurs along the southern margin of Goleta Slough. 
 
Within the airport property and elsewhere in the Goleta Slough Ecosystem, the extent of 
estuarine wetlands has been reduced by diking and filling.  What remains is primarily in the tidal 
floodplain of lower Tecolotito Creek, south of the airfield.  Most of this area experiences limited 
tidal circulation because of inadequacies in the system of channels and culverts that connect the 
creek to the surrounding marsh.  In the lower portions of Goleta Slough the mouth of the slough 
is tidally influenced and large mudflats are exposed at the lowest tides.  
 
A sand bar develops across the mouth as winter runoff declines, which is periodically breached 
by the flood control district to allow tidal flushing.  Vegetation in the lower part of the slough is 
dominated by pickleweed (Salicornia virginica);  with dodder (Cuscuta salina), alkali heath 
(Frankenia salina) and fleshy jaumea.  Subtidal and intertidal mudflats are frequently vegetated 
with algae.  Shrub/scrub wetlands and upland scrub habitats contain big saltbush (Atriplex 
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lentiformis ssp. lentiformis), coyote bush (Bacharis pilularis), and woolly sea-blite (Suaeda 
taxifolia).  The stream and slough channels have little to no vegetation, and prairie bulrush 
(Scripus maritimus) occurs in patches along the channel margins.  
 
Tecolotito Creek 
Tecolotito Creek is the second largest creek on the airport property.  It enters the airport through 
a concrete culvert under Hollister Avenue, and has a 100 year storm discharge of 4,600 cubic 
feet per second.  The creek traverses Goleta Slough through man-made channels for the first two 
thirds of its length, and then through a natural channel.  It leaves the airport at the bike path 
footbridge at the end of Moffet Place, continues under Ward Memorial Drive, and then joins San 
Pedro, San Jose and Atascadero creeks before discharging to the ocean at Goleta Slough.  The 
width of the creek ranges from 75-150 feet, with a depth of 10 to 20 feet.   
 
Since the 1970’s, beginning with construction of the airport, Tecolotito Creek has been 
excavated and channelized to convey floodwaters around the airfield.  Most of this activity has 
taken place from Hollister Avenue, to approximately one mile upstream from the creek’s 
confluence with Atascadero, San Jose, and San Pedro Creeks near the mouth of Goleta Slough. 
The effects of the constricted channel, and the relatively broad, level area of adjacent tidal marsh 
make this area extremely vulnerable to sedimentation during winter flooding.  Flood waters 
laden with sediment may spill over creek banks at the point of constriction, resulting in natural 
berm formation along the creek, and an elevation of the surrounding marsh plain.   
 
The elevated creek banks and marsh plain tend to impound floodwaters and cause further 
sedimentation in lower areas.  The process has raised elevations enough to eliminate tidal 
circulation from several locations, and the vegetation in the area is undergoing a transition from 
tidal marsh to transitional brackish wetland and upland habitat.  The area downstream of 
Hollister Avenue has been excavated and desilted with a dragline to form a sedimentation basin.  
Streamflow at this location is intermittent in the summer months.   
 
Vegetation on the upper portions of the banks near the sedimentation basin are weedy with tree 
tobacco, thistle, mustard, castor bean, jimsonweed (Datura sp.), coyote brush (Baccharis 
pilularis (ssp. consanguinea), poison hemlock (Conium maculatum), escape sage (Salvia sp.) and 
rice grass (Oryzopsis miliacea) being the common species.  The lower portions of the bank 
adjacent to the channel support patches of pickleweed, saltgrass, and river bulrush.  A sand bar at 
the upper end of the basin is covered with willow shoots, cocklebur, curly dock (Rumex 
salicifolius var. transitorius), and cattail.   
 
Areas of the streambed contain cattail/broad leafed cattail, a variety of bullrush, willow dock, 
willow weed (Polygonum lapithifolium), iris-leaved rush (Juncus xiphioides), creeping bentgrass 
(Agrostis stolonifera), watercress (Rorippa nasturtium aquaticum), water speedwell, canary grass 
and beard grass (Phalaris paradoxa).  South of Hollister Avenue the slopes of the channel banks 
are covered with thick upland vegetation that offers cover and nesting habitat for mammal, bird, 
reptile, and amphibian species. 
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Carneros Creek 
The creek enters the airport property just east of Aero Camino Road at Hollister Avenue.  As it 
crosses Hollister Avenue, it turns west and parallels Hollister Avenue until it intersects with 
Tecolotito Creek.  The Carneros Creek channel is surrounded by heavily disturbed upland habitat 
providing easy access for animals.  A dirt road borders the creek, and a row of willows on the 
west bank of the channel offers limited cover for wildlife.  The stream channel in the 
sedimentation basin area is primarily sand with gravel and small cobbles in the low flow channel 
at the north end of the basin.  The stream channel in the sedimentation basin area (located on the 
south side of Hollister Avenue) has been dredged with a dragline to control sediment. 
 
The bank on the east side of the sedimentation basin has been disturbed in the past and is 
dominated by weedy species such as introduced grasses and hottentot fig.  Mugwart is also 
interspersed along the bank.  The west bank is similar, but with several patches of arroyo willow 
along the edge of the channel.  Understory plants in the willow patches include coyote bush, 
California blackberry (Rubus ursinus), sandbar willow, and branching phacelia (Phacelia 
ramosissima).  The sand bars within the channel support cocklebur and dock as well as patches 
of pickleweed and California bullrush. 
  
 (b.) Allowable Use Test 
The portion of the project related to the construction of the runway improvements entails both 
temporary and permanent fill in wetlands as defined under the Coastal Act, and therefore triggers 
the 3-part test under Section 30233(a) for projects involving wetland fill:  (a) the allowable use 
test; (b) the alternatives test; and (c) the mitigation test.  Under the first of these tests, a project 
must qualify as one of the eight stated uses allowed under Section 30233(a).  Since the other 
allowable uses clearly do not apply, the Commission must determine whether the proposed 
project can be permitted under Section 30233(a)(5), which authorizes fill for: “Incidental public 
service purposes, including but not limited to, burying cables, pipes or inspection of piers and 
maintenance of existing intake and outfall lines.”   
 
In order to be for an “incidental public service purpose” a proposed fill project must satisfy two 
tests: 1) the project must have a “public service purpose,” and 2) the purpose must be 
“incidental” within the meaning of that term as it is used in section 30233(a)(5).  Because the 
project will be constructed by a public agency for the purpose of providing transportation 
services to the public, the fill is for  a public service purpose.  Thus, the project satisfies the first 
test under section 30233(a)(5). 
 
With respect to the second test, in 1981, the Commission adopted the “Statewide Interpretive 
Guidelines for Wetlands and Other Wet Environmentally Sensitive Habitat Areas” (hereinafter, 
the “Guidelines”).  The guidelines analyze the allowable uses in wetlands under Section 30233 
including the provision regarding “incidental public service purposes.”  The Guidelines state that 
fill is allowed for:  
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Incidental public service purposes which temporarily impact the resources of the area, 
which include, but are not limited to, burying cables and pipes, inspection of piers, and 
maintenance of existing intake and outfall lines (roads do not qualify). 

 
A footnote (no. 3) to the above-quoted passage  further states: 
 

When no other alternative exists, and when consistent with the other provision of this 
section, limited expansion of roadbeds and bridges necessary to maintain existing traffic 
capacity may be permitted. 

 
The Court of Appeal has recognized the Commission’s interpretation in the Guidelines’ of the 
term “incidental public service purposes” as a permissible one.  In the case of Bolsa Chica Land 
Trust et al., v. The Superior Court of San Diego County (1999) 71 Cal.App.4th 493, 517, the 
court found that: 
 

… we accept Commission's interpretation of sections 30233 and 30240… In particular 
we note that under Commission's interpretation, incidental public services are limited to 
temporary disruptions and do not usually include permanent roadway expansions. 
Roadway expansions are permitted only when no other alternative exists and the 
expansion is necessary to maintain existing traffic capacity.  

In past cases the Commission has considered the circumstances under which fill associated with 
the expansion of an existing “roadbed or bridge” might be allowed under Section 30233(a)(5).  
In such cases the Commission has determined that, consistent with the analysis in the Guidelines, 
the expansion of an existing road or bridge  may constitute an “incidental public service 
purpose” when no other alternative exists and the expansion is necessary to maintain existing 
traffic capacity.   
 
The Commission recently granted to the Cities of Seal Beach and Long Beach a coastal 
development permit (5-00-321) , for the construction of bridge abutments and concrete piles for 
the Marina Drive Bridge located on the San Gabriel River.  The Commission found that the 
project involved  the fill of open coastal waters for an incidental public service purpose because 
the fill was being undertaken by a public agency in pursuit of its public mission, and because it 
maintained existing road capacity.  
 
The Commission has also determined in connection with a project (El Rancho Rd. Bridge) 
proposed by the U.S. Air Force (USAF) that permanent impacts to wetlands are allowable under 
Section 30233(a)(5) of the Coastal Act as an incidental public service  because the USAF was 
undertaking the fill in the pursuit of a public service mission and because the “permanent fill 
[was] associated with a bridge replacement project [that] would not result in an increase in traffic 
capacity of the road.”  (CD-70-92), (and reiterated in CD-106-01). 
 
Thus, based on past interpretations, fill for the expansion of existing roadways and bridges may 
be considered to be an “incidental public service purpose” if:  (1) there is no less damaging 
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feasible alternative; (2) the fill is undertaken by a public agency in pursuit of its public mission; 
and (3) the expansion is necessary to maintain existing traffic capacity.  An important question 
raised in this case is the applicability of this interpretation to transportation infrastructure other 
than roads and bridges, such as the construction of a “safety area” at the end of an airport 
runway. 
 
One such case was a light rail train mass transit proposal in San Diego (CC-64-99), where a 
bridge support piling was located in a wetland.  The Commission determined that the proposal 
was not an allowable use under Section 30233 because the purpose of the project was not to 
maintain existing capacity but rather to expand the capacity of the light rail service by extending 
it to a new area.  The Commission’s analysis in CC-64-99 supports the proposition that the above 
identified interpretation of section 30233(a)(5) may be applied to forms of public transportation 
other than roads.  The proposed airfield safety projects and taxiways will increase the size of a 
safety area of an existing runway and thus are a public transportation project very similar in 
nature to road or bridge construction projects. The question thus becomes whether the 
improvements are necessary to maintain the existing capacity of the runway. 
 
It is necessary to construct Taxiway M to operate this airport safely. Under current conditions 
planes landing on this runway must cross up to four active runways to access the ramp area, and 
this has greatly increased the probability of runway incursions (contact between aircraft, or near 
misses) and unauthorized runway crossings. Taxiway “M” (2,600 feet long by 35 feet wide) will 
provide a direct route for aircraft that land on runway 15R33L and 15L33L to reach the terminal 
and northwest side of the airfield. 
 
The FAA standards specify a 1,000 foot long by 500 foot wide safety area at either end of 
runway 7/25 in accordance with FAA Circular 150/5300-13 which defines the runway safety 
area as… 

 
A defined surface surrounding the runway prepared or suitable for reducing the risk of 
damage to airplanes in the event of an undershoot, overshoot, or excursion from the 
runway. 

 
While the location of the primary runway will be shifted to accommodate the larger safety area 
(RSA) as prescribed by the FAA, the runway length and width (6,052 feet by 150 feet), as well 
as the functional capacity of the runway, will not change.  
 
Runway Capacity Functional Design 
Runway capacity is functionally limited by the design parameters that the FAA uses to classify 
an airport.  Those criteria include pavement strength and width, approach speed categories, the 
airplane design group (determined by wingspan), and the weight class of the aircraft.  The size 
and location of the Airport Terminal is not a factor in determining runway capacity.   
The Santa Barbara Municipal Airport is classified as a category C-IV runway with the following 
configuration: 
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Approach Category “C”  approach speed of > 121 knots and < 141 knots  
Design group IV   wingspan > 118 feet and < 171 feet 
Weight Class   max certified takeoff weight < 300,000 lbs 
Typical Aircraft   Boeing 737, 757, P-3 and MD-80 
Runway Safety Area  1,000 feet long by 500 feet wide  

 
For example, a Boeing 727-200 has a maximum takeoff weight of 172,000 to 209,500 pounds 
and a maximum landing weight of  150,000 to 161,000 pounds.  The Boeing 747 (300 combi), a 
much larger airplane, has a  maximum takeoff weight of  775,000 pounds and a maximum 
landing weight of 605,000 pounds with optional weight limits up to 833,000 pounds. The wing 
span of the 747 is 195 feet, nearly 25 feet over the design group IV maximum for an airfield such 
as Santa Barbara.   
 
The FAA rates the pavement strength of airport runways and uses factors such as the useful 
strength, or weight bearing capacity depending on the landing gear configuration of the aircraft 
(single, dual, or dual tandem wheels). Runway 7-25 is rated: 100,000 pounds for single wheel, 
205,000 pounds for dual wheel and 310,000 pounds for dual tandem wheel landing gear. 
Although airfield pavement can typically support 25% to 50% more than the published weight 
values without causing damage to the pavement, frequent use by heavier aircraft results in 
premature deterioration of the pavement and is not recommended nor approved on a continual 
basis by the FAA.   
 
Operational Capacity  
The operational capacity of the airport, as well as market driven demand for flights, play an 
important role in characterizing potential capacity of the airport.  The FAA defines capacity as: 
 

Capacity (throughput capacity) is a measure of the maximum number of aircraft 
operation which can be accommodated on the airport or airport component in an hour.  
Since the capacity of an airport component is independent of the capacity of the other 
airport components, it can be calculated separately.[Exhibit 30] 

 
Peak Hour Capacity 
The FAA defines peak hour capacity as the peak hour activity on the busiest or peak hour of an 
average day of the peak month of the year.  There are several variables used in making the peak 
hour calculation, but for the sake of simplicity, the hourly capacity of the Santa Barbara Airport 
runway system is 180 operations during visual conditions (VFR Capacity) and 60 operations per 
hour using instrument flight rules (IFR Capacity). 
 
Annual Capacity 
The annual capacity of the airfield is based on the relationship between the peak hour and annual 
demand.  The FAA refers to this as the annual service volume (ASV) to represent a reasonable 
annual capacity.  It would be overly simplistic to state that the ASV calculation is dependent on 
just the two factors previously mentioned. The airport, and the FAA use a regression analysis 
that actually combines different runway use configurations used over the course of a year, the 
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percentage of use for the various configurations, the hourly capacity for each runway, the runway 
use configuration that provides the maximum capacity, and weighting factors such as the mix of 
different aircraft types to calculate capacity.   
 

Historical Aircraft Operations at the Santa Barbara Airport 
1984 – 1999 

 
YEAR Total Operations % of Capacity % Change 

    
1984 240,819 50.6 10.3 
1985 202,266 42.5 -16.0 
1986 186,676 39.3 -2.0 
1987 190,641 40.1 2.1 

    
1988 182,523 38.4 -4.2 
1989 182,777 38.4 0.1 
1990 188,839 39.7 3.3 
1991 168,949 35.5 -10.5 

    
1992 167,130 35.1 -1.0 
1993 182,676 38.4 9.3 
1994 180,062 37.9 -1.4 
1995 167,817 35.3 -6.8 

    
1996 165,647 34.8 -1.2 
1997 175,164 36.8 5.7 
1998 158,922 33.4 -9.2 
1999 168,457 35.4 5.9 

 
The  service volume capacity estimates for the Santa Barbara Airport indicate that with a  current 
capacity of 475,000 annual operations8, the airport is well below that threshold with 168,457 
annual operations in 1999 (35.4 percent of annual capacity).  At this time there is no unmet 
demand for increased operations (see page 7 for the FAA definition of operations and 
enplanements).  In reviewing historical data for operations at the airport from 1977 through 
1999, total operations peaked in 1984 at 240,819, representing 50.6 percent of the airports 
potential capacity.   
 
Capacity Development 
Increased capacity development, beyond the fundamental airport configuration is the 
improvement of an airport  for the primary purpose of reducing delay and/or accommodating 
more passengers, cargo, aircraft operations or aircraft.  New capacity development, within the 
realm of airport planning is need based, and recommended when conditions specific to runways, 
taxiways, or holding aprons reach a level of delay relative to annual capacity, operations, or peak 
hour operations.9  An example of this is the construction of a new runway.  The FAA states that 
the activity level must reach 60% to 75% of annual capacity before the construction of a new 
runway is considered.  Holding aprons and by-pass taxiways are evaluated based on total and 
peak hour operations, although in either case, the FAA makes this determination after reviewing 
                                                 
8 Draft Aviation Facilities Plan,  pp. 5-11, City of Santa Barbara Airport Department (2001) 

9 Field Formulation of the National Plan of Integrate Airport Systems Order 5090.3C, FAA (2000) 
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annual forecasts and does not recommend development unless these threshold limits are met or 
exceeded.  
 
Operations and annual capacity are not calculated nor affected by this feature of the airfield, and 
the construction of the safety area is not capacity increasing.  Furthermore, the mathematical 
relationship between capacity, demand, and delay on a runway, is not affected by a perceived 
margin of safety (i.e. a dirt unpaved area that allows variations in an aircraft’s ascent or decent) 
because it is never used for aircraft operations.  Safety improvements, which are designed to 
ensure the safe operation of aircraft, have never been a factor in the calculation of capacity, and 
similarly, the size of a terminal has no effect on the capacity of a runway, as the runway’s 
capacity is measured by the maximum number of aircraft that can be accommodated in an hour.  
 
Conclusion 
Based on the previous analysis, the airport is well below historic levels of operational capacity. 
The Commission has reviewed the FAA’s methodology that it uses in forecasting aviation 
activity and predicting the capacity of existing runways, in consideration of the comments made 
by both the public and Commissioners at the January 2002 Commission meeting.   
 
The results of this consultation provided the foundation for an understanding that the operational 
capacity of an airfield is not a simple calculation, but a complex analysis that considers the subtle 
relationships between capacity, demand and delay.  The current operational capacity of the 
airfield, the FAA’s Advisory Circulars related to forecasting aviation activity, and the existing 
level of use of the airfield relative to it’s planned capacity are all important factors to be weighed 
in concluding that this project does not increase capacity.  However, in order to find the project 
“necessary” to maintain capacity, the Commission must determine that “no other alternative 
exists.” 
 
The proposed improvements are strictly, not loosely defined, as safety measures to ensure the 
safe operation of aircraft.  In addition, the project will not increase the existing capacity of 
runway and airport operations, and does not include a permanent roadway or runway expansion.  
While the location of the primary runway will be shifted to accommodate the runway safety 
areas prescribed by the FAA, the primary runway length and width (6,052 feet  by 150 feet) and 
the capacity of the runway as designed will not change.  If no other alternative exists, the 
Commission  could conclude that the project is an incidental public service under Section 
30233(a)(5).  However, as discussed in the following section, other feasible alternative may 
exist, and the Commission can not make this conclusion at this time. 
 
 (c.) Alternatives 
The primary alternatives analyzed by the City of Santa Barbara in the Draft EIR/EIS have been:  
(1) The West Creek Realignment; (2) The West Creek Culvert; and (3) The No Project 
Alternative.  The difference between the two build alternatives involves how Tecolotito Creek is 
affected.  The preferred alternative (West Creek Realignment Alternative) would realign the 
creek around the runway safety area. The culvert alternative is designed to place Tecolotito 
Creek in a closed culvert beneath the runway safety area in lieu of rerouting it. 
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The City determined that realigning Tecolotito Creek would be less environmentally damaging 
than the culvert alternative because it preserves the creek as open water habitat. Realigning the 
creek using a culvert would require the additional culverting of San Pedro Creek, pose potential 
airfield flooding impacts from culvert blockages and sediment loading, and may require placing 
Fairview Avenue in a tunnel. Secondary impacts associated with the culvert alternative include 
the fragmentation of the estuary and adjacent wetland habitats (Belding’s svannah sparrow) in 
the floodplain. The realignment alternative avoids potential significant impacts to the southern 
California Steelhead Trout designated critical habitat, a federally listed endangered species.  The 
culvert alternative would result in long-term habitat modifications that have the potential to 
create barriers to migration for which there is no feasible mitigation.  
 
West Creek Realignment Alternative (proposed alternative) 
This alternative would combine Tecolotito Creek with Carneros Creek, rerouting Tecolotito 
Creek 2,000 feet to the west of the new runway safety area.  The creek realignment would 
include an expanded settling basin to trap sediment before it reaches Goleta Slough, and include 
the filling of 4.62 acres of Carneros and Tecolotito Creek to allow for the extension of runway 7-
25 to the west.  Approximately 13.30 acres of permanent impacts to wetlands would occur under 
this alternative.  The filled portion of the creeks would be covered with pavement or gravel to 
accommodate construction of the new runway safety areas.  Additional permanent impacts 
include 18.91 acres of upland habitat consisting of upland grassland and coastal sage scrub 
communities that function as buffers for wetland habitats. 

 
West Creek Culvert Alternative 
Under this alternative Tecolotito Creek would remain in its present location and be placed in a 
box culvert so that the runway can be constructed above it.  A concrete box culvert (6-8 feet high 
by 80 feet wide by 750 feet long) will be constructed on Tecolotito Creek in its current location, 
at the westerly end of runway 7-25.  The culvert would extend upstream and downstream from 
the 500-foot wide safety overrun area.  This alternative would result in 1.38 acres of permanent 
impacts to stream channel and bank habitat, eliminate 5.79 acres of palustrine wetlands in the 
floodplain bordering Tecolotito Creek and at Runway 15/33, and result in 13.14 acres of 
permanent impacts to upland habitats consisting of grassland and coastal sage that function as 
buffers for wetlands.  

 
The culvert alternative will disrupt upstream and downstream habitats during construction 
because tidal and freshwater stream flow, as well as groundwater would need to be kept out of 
the construction zone by damming, diversion or pumping.  While these impacts are considered 
temporary-they are unavoidable and significant.  The long-term habitat loss is considered 
significant because directing the creek through a box culvert would fragment the estuary and 
create a partial or complete barrier to plant and animal dispersal, causing additional impacts to 
fish, wildlife, and botanical resources.10   

 

                                                 
10 Santa Barbara Airport Draft EIS/EIR for the Aviation Facilities Plan:  pp. 3-190 (2001) 
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No Project Alternative 
Under the No-Action alternative, the construction of a regulation runway safety area and the 
relocation of runway 7-25, and taxiway M would not occur.  The increase in passengers through 
the year 2015 (1.5 million) would still occur, although the required safety standards would not be 
met. The City states that the no project alternative would entail adverse effects on public access, 
the marine environment and sensitive species.  Air quality and traffic congestion would continue 
to increase without efficient transportation modes that allow for maximum coastal access, flood 
hazards and sediment build up would threaten water quality and sensitive habitat, public 
buildings and structures would be subject to inundation in the event of flooding due to impaired 
circulation and sedimentation of main channels which drain into Goleta Slough, and estuarine 
functions and habitat values will continue to diminish as the slough undergoes a transformation 
from tidal marsh to transitional brackish wetland. The Santa Barbara Airport would not meet 
FAA standards of Certification and Operations necessary to ensure the safety of the public and 
aircraft operations, and the risk of damage to airplanes due to non-complying runway safety 
areas would continue.  The following table compares wetland impacts from each alternative. 

 
 

Alternative Analysis 
Permanent Impacts to Wetlands - Open Water Habitat11 

 
 (1.) 

West Creek Realignment 
Alternative 

(2.) 
West Creek Culvert  
Alternative 

(3.) 
No-Project 
Alternative 

 
Creek Bed and Bank Habitat 

   

Tecolotito Creek 
Carneros Creek 

 
Salt Flats 

Carneros Creek Channel 
Tecolotito Creek Channel 
Service Rd 

4.11 
0.51 
 
 
0.34 
0.32 
0.01 
 

1.38 
0 
 
 
0 
0 
0 

0 
0 
 
 
0 
0 
0 

Wetlands    
Tecolotito Creek (East) 1.01 1.01 0 
Tecolotito Creek (West) 6.61 4.39 0 
Taxiway M 
 

0.39 0.39 0 

    
Total Sq ft. 579,334 312,318 0 
Total Acres 13.30 7.17 0 
    
 
 

   

 
Analysis of Arresting Systems 
The City did not evaluate a potentially feasible alternative that would be less environmentally 
damaging to wetlands and environmentally sensitive habitat.  The FAA recently approved a 
technology  designed to stop an overrunning aircraft, which has been used on non-standard 
Safety Areas, where natural obstacles, such as bodies of water or wetlands, make construction of 
                                                 
11 Santa Barbara Airport Draft EIS/EIR for the Aviation Facilities Plan: Table 3.10-2 “Impacts of Aviation Facilities Alternatives on 

Wetlands and Open Water Habitats”  (2001) 
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a standard safety area impracticable. The Engineered Material Arresting System (EMAS) 
consists of energy absorbing blocks of thin concrete that crush under the weight of the aircraft. 
The EMAS exerts a predictable deceleration force on the landing gear, and at the same time 
transfers the kinetic energy of the aircraft to the material.  
  
The FAA’s Advisory Circular No. 150/5220-22 Engineered Materials Arresting Systems 
(EMAS) for Aircraft Overruns states that: 
 

At some airports, reconstruction of a runway requires its safety area to be brought up to 
current standards to the extent practicable.  Occasionally, however, it may not be 
practicable to achieve a standard safety area… 
 
There are many runways, particularly those constructed prior to the adoption of the 
safety area standards, where natural obstacles (bodies of water or sharp drop-offs), local 
development (roads and railroads), or environmental constraints (wetland 
encroachment), make the construction of a standard safety area impracticable. 

 
In order to evaluate the applicability of an EMAS at the Santa Barbara Airport the City would be 
required to submit a design proposal to the FAA as specified in Advisory Circular No. 150/5220-
22.  
 

The EMAS design shall be submitted to the FAA, Office of Airport Safety and Standards, 
through the responsible FAA Airports Regional or District Office, for review and 
approval and shall be certified as meeting all the requirements of this AC.  The submittal 
shall include all design assumptions and data utilized in its development as well as 
proposed construction procedures and techniques. 

 
In the absence of demonstrating that the arresting system is infeasible, the Commission must 
require an analysis of this alternative. The Commission finds that the City of Santa Barbara has 
not examined all feasible alternatives that could be less environmentally damaging than the 
proposed alternative. The Commission therefore concludes it has insufficient information to 
enable it to find that the project is consistent with the alternatives test described in Section 
30233(a) of the Coastal Act. 
 
 (d.)  Mitigation 
The City has delineated wetlands based on both the Coastal Act and the U.S. Army Corps of 
Engineers definitions, noting that the Coastal Act definition can be more inclusive than that 
contained in the Corps’ manual.  Using Corps manual definitions, the overall project would 
involve approximately 11.01 acres of wetland fill.  Using the broader Coastal Act definition, The 
City has determined the overall wetland fill would be 13.30 acres of permanent wetland fill 
(which will be mitigated on-site) and 1.77 acres of temporary wetland fill (which will be 
restored on-site). Replacement ratios recommended by Commission staff evaluated the habitat 
value and type affected, and there will be no permanent net loss of wetland habitat as a result of 
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the project.  Mitigation ratios for impacts to wetlands will be 4:1, and mitigation ratios for creeks 
and open channels will be 2:1. 
 

Summary of Temporary and Permanent Wetland Impacts 
 

Location Habitat Type 
 

Permanent 
Impact 

Temporary 
Impact 

 
Service Road 
RSA (500’x1,000”) 
Runway/Taxiway “B” West 
 

 
Non-tidal seasonal wetlands dominated by 
annual grasses and herbs without impounded 
water.  Palustrine persistent emergent 
wetlands. 
 
Non-tidal unvegetated salt flats 

 
Wetland 

 
 
 
 

Wetland 

 
7.62 

 
 
 

 
0.67 

 
1.52 

 
 
 
 
 

 
Carneros Creek realignment 
Tecolotito Creek realignment 
 

 
Tidal open water and mudflats.  Estuarine 
intertidal aquatic bed an unconsolidated 
bottom. 

 
Estuary 

 
4.62 

 
0.06 

     
Taxiway “M” Non-tidal seasonal wetlands dominated by 

annual grasses and herbs without impounded 
water.  Palustrine persistent emergent 
wetlands. 

Wetland 0.29 0.14 

     
Approach lights/service road Non-tidal seasonal wet grassland without 

impounded water.  Palustrine persistent 
emergent wetlands. 

Wetland 0.10 0.05 

 Total:  13.30 1.77 

 
Impacts 
The preferred alternative would result in 4.62 acres of permanent impacts to existing stream 
channel bed and banks.  The project could result in some loss of functions and values if tidal 
action and stream flow through the upper portions of the estuary are disrupted, and if native 
wetland and contiguous upland buffer vegetation are not reestablished along new stream banks. 
 
Permanent impacts to 8.68 acres of additional Coastal Act wetlands would occur from the 
project.  These 8.68 acres are included in the 13.30 acres in the table above, although mitigation 
for these impacts will be at a higher ratio (4:1) than for the 4.62 acres of stream channel impacts. 
 
Impacts to upland habitats would result from the realignment of Tecolotito Creek, Taxiway M, 
construction of the runway safety area at the western end of runway 7-25, and the abandonment 
of sections of Carneros and Tecolotito Creek.  Permanent and temporary impacts to grassland 
and coastal sage scrub communities (18.91 acres) that function as wetland buffer zones will also 
occur in the existing graded runway safety area.   
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Impacts to Wetlands and Sensitive Habitat 
West Creek Realignment (Preferred Alternative) 

  
 

 Wetlands Uplands Other Areas 
 

Carneros Creek realignment 
Tecolotito Creek realignment 
 
Service Road 
RSA (500’x1,000”) 
Runway/Taxiway “B” West 
 
Other RSA-West 
Runway/Taxiway East 
New RSA-East 
New approach lights 
Taxiway “M” 
 

0.51 
4.11 
 
0.99 
1.50 
0.58 
 
1.30 
0.43 
0.58 
0.10 
0.29 

2.04 
3.73  
 
0.58 
9.97 
1.67 
 
0.92 
0 
0 
0 
0 

.54 

.72 
 
0.01 
0 
0.60 
 
0.20 
1.28 
2.58 
0 
0 
 

Total Sq ft. 579,334 823,719 258,310 
Total Acres 13.30 18.91 5.93 

 
 
Although the City has selected several mitigation sites adjacent to the project, the Federal 
Aviation Administration (FAA) and the USDA Wildlife Services has recommended deferring a 
wetland mitigation approach based on increasing tidal circulation in the slough until the 
Airport’s Tidal Circulation and Bird Strike Study evaluating the relationship between bird strike 
hazards and the presence of tidal and non-tidal waters near the airfield is completed.   
 
The City’s Draft EIS/R further states that the West Creek Realignment Alternative (the City’s 
preferred alternative) includes an increase in the length of Tecolotito Creek and mitigation for 
wetlands that would be affected by the westward extension of runway 7/25.  In order to reduce 
the potential for bird strikes, the mitigation (new creek channel and seasonal wetland) has been 
designed to be as far away from the end of runway 7/25 as possible.  The wetland mitigation 
would not result in additional areas of ponded water on the airport property, rather these areas 
would be saturated and capable of supporting vegetation species that tolerate saturated 
conditions. 
 
The Wildlife Service (USDA) reviewed the City’s proposal to realign Tecolotito Creek and the 
proposed mitigation measures and concluded that: 
 

The western extension does not seem to increase the wildlife hazards at SBA based upon 
the information provided to Wildlife Services (WS)…Area I is the furthest distance from 
runway 7/25 and will not likely increase wildlife hazards to aviation… 

 
In comments to the City of Santa Barbara related to the bird strike issue, the National Marine 
Fisheries Service, the Santa Barbara Audubon Society, and the Goleta Slough Management 
Committee have urged the City to consider tidal restoration to diked basins on the airport 
property.  Although a long-term goal for Goleta Slough is to create a self sustaining and 
enhanced estuarine system, the uncertainties of bird strike hazards as a consequence of tidal 
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restoration in the slough must be considered.  There are conflicting views among FAA, and 
federal and state wildlife protection agencies, and a lack of data related to the effects of tidally 
influenced bodies of water in Goleta Slough on bird activity and bird strike hazards.   The results 
of the Tidal Circulation and Bird Strike Study will provide information to evaluate the effects of 
such restoration in attracting different guilds of birds and their potential hazard to aircraft.  
 
To compensate for the permanent loss of wetlands the City proposes to create and restore 
seasonal wetlands and open water habitat similar to those affected by the project.  Mitigation 
could begin prior to the airfield improvements.  Areas temporarily affected will be restored to 
pre-construction conditions. The City has selected potential mitigation sites that involve the 
restoration of palustrine transitional wetlands. 
 
Open Water and Mudflats 
The relocation of Tecolotito and Carneros Creeks will create 9.3 acres of channel containing 
open water and mudflat wetlands. The relocated creeks will have the same width and depth as 
the existing creek channels, and the banks will be stabilized with native shrubs to prevent 
erosion.  The new creeks will have annual grassland buffers, identical to the current creeks, 
except the relocated creeks will be farther from the runway. 
 
Wetland Restoration 
Wetland restoration on slough berms encompassing 12.7 acres will include the removal of non-
native species such as tree tobacco, Italian thistle, and poison hemlock.  These non-native species  
(and their seed bank in the soil) will be removed from the tops and sides of the berms through a 
two-year series of “grow-kill” herbicide treatments.  The tops of the berms will be treated to 
facilitate the establishment and long-term persistence of wetland species by increasing soil 
moisture conditions.  
 
Shallow depressions (one inch in depth) would be graded on the tops of the berms.  These 
depressions would increase percolation by rainfall and reduce runoff to Tecolotito Creek.  The 
objective for the berm soils is to create soil saturation to within 6 inches of the surface for an 
average of 14 days or more.  In the winter following the last treatment, the berms will be 
revegetated to create seasonal wet grassland using species such as alkali weed, saltgrass, alkali 
mallow, creeping rye-grass, meadow barley, western ragweed, alkali heath and saltbrush. 

 
This weed removal and restoration of the berms would remove the single largest source of weed 
seeds in Goleta Slough and replace this with habitat similar to that being affected by the runway 
safety area extension.  The new habitats will benefit the adjacent tidal marsh habitat by creating 
native plant cover and food sources for use by wildlife, particularly the federally listed Belding’s 
savannah sparrow which nests in the pickleweed marsh and forages in nearby native grassland 
and scrub areas. 
 
Wetland Creation and Enhancement in “Area I” 
New seasonal wetlands will be created in upland portions of “Area I”, a 25 acre site owned by 
the airport located between the UC Santa Barbara bluffs and Tecolotito Creek.  This location is 
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dominated by a complex mixture of annual grassland, coyote brush scrub, poison oak stands, 
scattered ornamental trees, eucalyptus groves, and weedy patches (pampas grass). The area 
contains several small isolated wetlands.  Much of the site was originally an upland that was 
lowered to construct the airfields during the 1940’s.  Portions of the site are highly disturbed by 
weeds, piles of rubble and secondary soil deposits, and the presence of an abandoned brick 
incinerator.  A large storm drain empties into the site conveying runoff from UC Santa Barbara. 
  
Two existing wetland patches in the middle of Area I will be enhanced by removing non-native 
plants and planting additional wetland plants such as spikerush, net-sedge, toad rush, bulrush, 
and pickleweed.  Upland habitats will be retained in continuous patches at the site to retain 
wildlife habitat and movement corridors. Eucalyptus trees, poison oak and an abandoned 
incinerator will be removed.  A total of 9 acres of new seasonal wetlands will be created and 2.2 
acres of existing seasonal wetlands will be enhanced at the 25 acre site, and it will be protected 
for habitat purposes. It is situated adjacent to the UC Santa Barbara bluffs where an upland 
habitat restoration project was completed several years ago that includes an educational trail.   
 
The wetlands would provide some secondary functions such as flood reduction by capturing and 
detaining more of the runoff from UCSB that empties into Goleta Slough, and the use of the area 
for research and public education projects that will facilitate new non-consumptive recreational 
uses.12   
 
Area R-2 
Adjacent to Tecolotito Creek, and south of runway 7/25, a small man made basin exists which 
contains non-tidal seasonal wetlands.  After Tecolotito Creek is filled and re-routed in this 
location, the disturbed areas will be graded to match the elevation of Area R-2, which supports 
non-tidal wet grassland.  These newly lowered areas will then be planted with pickleweed, alkali 
heath, alkali weed, sand spurrey, meadow barley and saltgrass, to create 2.2 acres of new 
seasonal wetlands.   
 
Enlarged Sediment Basins 
Existing sediment basins will be enlarged along Tecolotito and Carneros Creeks during the 
process of relocating the creeks.  The enlarged basins will be designed to capture greater 
amounts of sediment, minimizing deposits in tidal wetlands of Goleta Slough that have affected 
tidal circulation and the conversion of wetlands to non-native uplands. 
 
Seasonal Wetland Restoration at Tecolotito Creek Berms 
Berms on both sides of Tecolotito Creek in the middle of Goleta Slough direct flood flows to the 
mouth of the slough, and function to protect the slough from sedimentation that would raise the 
elevation of the marsh and convert it to a non-tidal area.  These earthen berms were constructed 
from on site material that appears to be sediment from the channel.  The restoration in this area 
(12.7 acres) is described in the beginning of this section. 
 

                                                 
12 Draft Conceptual Wetland Mitigation Plan for the Airfield Safety Projects, URS Corporation (2001) 
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Tidal Restoration 
An additional 13.30 acres of wetland mitigation will be provided in the form of tidal restoration 
through the implementation of the Goleta Slough Tidal Restoration Project.  This project would 
restore tidal circulation to approximately 25 acres of degraded salt marsh, and enhance 13 acres 
of transitional and upland habitat.  In the event this additional mitigation is not feasible, the City 
of Santa Barbara has committed to providing an additional 13.30 acres of in-kind mitigation for 
the impacts of the project.   
 

Wetland Mitigation Summary 
 

Mitigation Location Wetland Type Acres 
    
Create new seasonal 
wetlands 

On berms next to Tecolotito 
Creek and tidal salt marsh 

Non-tidal low growing wetland herbs , grasses 
and shrubs; palustrine persistent emergent 
wetlands 

12.7 

Create new seasonal 
wetlands 

Area “I”  in uplands and 
adjacent to tidal marsh 

“                                                                  “ 9.0 

Create new seasonal 
wetlands 

Area R-2 in uplands and 
wetland grassland 

“                                                                  “ 2.2 

Enhance existing seasonal 
wetland 

Area “I” in uplands and 
wetlands 

“                                                                  “ 1.3 

Create new tidal open water 
and mudflats 

New Tecolotito and Carneros 
Creek channels 

Estuarine inter-tidal aquatic bed and 
unconsolidated bottom 

9.3 

Restore Tidal Circulation Goleta Slough locations Previously degraded salt marsh 13.30 
   

Total 
 

47.80 

 
 
Performance Criteria 
The City has included performance standards to measure the success of the proposed wetland 
mitigation plan that includes target hydrologic objectives, the establishment and maintenance of 
native wetland plants, target functions an values, and the reduction of non-native weedy species. 
Also included in this section is a maintenance and monitoring program that will provide for: 
 
• A 2-year plant maintenance period and 5 year monitoring period. 
• A provision to include an additional 3 year monitoring period after the end of any active 

management (such as irrigation, replanting, or substantial weed removal) to ensure that new 
habitats are self sustaining. 

• A provision to extend the 7 year maintenance and monitoring period should the performance 
goals (target wetland vegetation goals) not be met by year 7. 

• The Santa Barbara Airport will manage non-native weeding at the restoration sites in 
perpetuity. 

 
 
* Target Wetland Vegetation Goals at Year 7 included in this staff report identifies performance 
goals for native plant cover, the establishment of native wetland plant species, and acceptable 
cover percentages of non-natives for the mitigation areas (see Exhibit 21). 
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This mitigation plan included in the City of Santa Barbara’s consistency certification 
incorporates acceptable mitigation ratio commitments and locations for impacts related to direct 
fill of wetlands. The City has further provided an implementation schedule, detailed monitoring 
methodology, performance measurements, contingency plans, and an annual reporting process 
which would contain a quantitative analysis of attainment of performance standards.   
 
However, the City has not developed acceptable mitigation measures or commitments to 
compensate for permanent impacts to 18.91 acres of upland habitat consisting of upland 
grassland and coastal sage scrub, which function as buffers for wetland habitats. 
 
At this time, the project does not satisfy the mitigation test described in Section 30233(a) of the 
Coastal Act. The Commission therefore concludes that the project is not consistent with Section 
30233(a) of the Coastal Act. 
  

 (e) Environmentally Sensitive Habitat 
The FAA, as a co-lead agency on this project has consulted with the National Marine Fisheries 
Service (NMFS) pursuant to the Magnuson-Stevens Fishery Conservation and Management Act, 
which requires federal agencies to confer with the NMFS when an activity by a federal agency 
may have adverse impacts on designated “Essential Fish Habitat” (EFH).  The EFH regulations 
define an adverse effect as “any impact which reduces quality and/or quantity of EFH.  The 
occurrence of EFH within the project area is designated by the Pacific Fishery Management 
Council, and includes Pacific Groundfish, Pacific Salmon and Coastal Pelagic Species. The 
Groundfish EFH, a tidal portion of Tecolotito Creek within Goleta Slough, is within the EFH.  
Groundfish that occur in Goleta Slough for part of their life-cycle include the rex sole and starry 
flounder.  

 
National Marine Fisheries Service Concurrence 
The NMFS determined that the potential impacts to Essential Fish Habitat from the project could 
include construction related turbidity and sedimentation, indirect impacts from hydrologic 
changes, increased storm water run-off from the paved surfaces on the runway, the permanent 
loss of 13.3 acres of wetlands, and the temporary disturbance of 1.77 acres of wetlands. The 
NMFS concurred with FAA’s determination that the project will not have permanent adverse 
effects on EFH, provided its Conservation recommendations are implemented. 
 
EFH Conservation Recommendation Response 
Section 305(b)(4)(B) of the Magnuson-Stevens Act requires the City/FAA to provide a detailed 
written response to the conservation recommendations made by the NMFS, including a 
description of measures adopted by FAA for avoiding, mitigating, or offsetting the impact of the 
project on EFH.  Should the FAA response be inconsistent with the NMFS recommendations, the 
FAA must provide justification, including scientific evidence for any disagreements related to 
the anticipated effects of the project, and measures needed to avoid, minimize or mitigate such 
effects.   
 
 



CC-058-01-City of Santa Barbara 
Aviation Facilities Plan 
Page 42 
 
Fish Habitat 
Construction impacts could potentially affect steelhead and Essential Fish Habitat in Goleta 
Slough because the relocation of Tecolotito Creek involves earthwork and a temporary stream 
diversion. Hydrologic impacts were modeled in November 2000 (URS)13, to determine the 
effects of changes to creek elevation, channel geometry, and current and sediment transport.  
Modeling indicated that the project would not affect the hydraulic conditions or the ability of fish 
to migrate through the slough. The Biological Assessment for the Southern Steelhead Trout 
(2001) states that there have been no sightings or historic records of steelhead along Carneros or 
Tecolotito Creek, although it is possible for steelhead to migrate upstream on Tecolotito Creek in 
the winter.  
 
In its review of the project (Section 404(b)(1) Evaluation) the Corps of Engineers stated that: 
 

Although the realignment of the creek would permanently affect 4.93 acres of habitat 
(Pacific Groundfish Essential Fish Habitat) for fish and other aquatic organisms in 
portions of Tecolotito and Carneros Creeks, there would be a net gain of 4.34 acres of 
habitat for fish (the PGEFH) and other aquatic organisms due to the proposed 
lengthening and realignment of Tecolotito Creek.. Measures proposed to mitigate these 
impacts are included in the project (such as revegetation  of the creek banks and 
overbank areas), and over time, habitat for fish and aquatic organisms is expected to 
improve as natural physical processes take place in the channel and in adjacent 
wetlands.  Epifaunal and infaunal organisms are expected to recolonize the newly 
excavated channel as tidal action and/or flows from upstream areas bring aquatic 
species into the new channel. 

 
Under the alternative to construct a box culvert under the runway safety area (least preferred) the 
Corps stated: 
 

There would be a net loss of 1.38 acres of creek habitat (the PGEFH).  The concrete box 
culvert would eliminate sunlight and the earthen channel bottom and banks that currently 
support habitat for fish and aquatic organisms.  The culvert is also expected to fragment 
aquatic habitats upstream and downstream from the runway safety area, and it is 
expected to present a significant barrier to movement of aquatic species. 

 
The City of Santa Barbara’s Biological Assessment for the Southern Steelhead Trout, prepared 
under Section 7 consultation with the NMFS states that: 
 

Connecting the new channels to the existing ones will involve temporary stream 
diversions and cofferdams.  The work would be accomplished in the summer when flows 
are minimal to absent, and during low tides.  Under these conditions, steelhead would 
not be migrating upstream or downstream.  The proposed channel relocation will not 

                                                 
13 Channel Modification Alternatives for the Runway Safety Area Extension Project, Master Drainage Plan, URS (2000) 
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introduce any new passage impediments or barriers, nor will it exacerbate any existing 
impediments. 

 
State and Federal Endangered Species and Sensitive Species/Habitats 
Special status plant and wildlife species, and their associated habitats, are legally protected under 
the Federal Endangered Species Act of 1973 and the California Endangered Species Act of 1984.  
Under both state and federal legislation, the California Department of Fish and Game, U.S. Fish 
and Wildlife Service and National Marine Fisheries Service are responsible for the management 
and protection of special status species.  Any project that could potentially affect a special status 
plant or wildlife species, or its habitat, requires review and/or consultation with the previously 
mentioned agencies.  
 
Section 7 Consultation 
In addition, the FAA has been involved in informal Section 7 consultation with the U.S. Fish and 
Wildlife Service throughout the study process for the listed species.  In accordance with Section 
7 of the Endangered Species Act of 1973, the USFWS determined that the project, as proposed, 
is not likely to adversely affect the Belding’s savannah sparrow, or any federally threatened or 
endangered species. 
 
Plant Species 
The City conducted field surveys to determine the presence of plant species of concern at the 
project site in 1996 and 2000.  These initial aerial surveys were further supplemented with 
information from the previous Airport Master Plan EIR (1984), and an updated survey (2000) 
that mapped vegetation types and jurisdictional wetland habitats using the criteria of the U.S. 
Army Corps of Engineers and the California Coastal Commission.  The findings of the 2000-
URS surveys were consistent with earlier vegetation mapping and survey efforts of Ferren and 
Rinblaub (1983) identifying wetland and upland habitats and the occurrence of sensitive plant 
species.  This baseline information was augmented with recent field observations (URS-2000). 
 
The vegetation surveys determined that several sensitive plant species known or likely to occur 
on the airport property could be impacted by the proposed project.  Two species, estuary seablite 
(Suaeda esteroa) and arrow grass (Triglochin concinna var. concinna), have been previously 
reported from upper marsh area of Goleta Slough but have not been observed recently14.  These 
species are considered locally rare, although neither has been listed by the USFWS/CDFG or 
CNPS.  
 
Salt Marsh Bird’s Beak (Cordylanthus maritimus ssp. maritimus) 
The Salt Marsh Bird’s Beak is a state and federally listed endangered plant species that is found 
at Carpinteria Marsh and at Morro Bay, but nowhere else in between. It is partially parasitic on 
the roots of other marsh plants in the intertidal zone of southern and central California salt 
marshes. Although there are reports of this plant in Goleta Slough in various planning 
documents, no verified records or herbarium specimens have been found to substantiate its 

                                                 
14 Biological Assessment and Impact Analysis of the Proposed Santa Barbara Airport Aviation Facilities Plan (2001) 
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historical occurrence in Goleta Sough (Ferren 1994). The Biological Assessment notes that a 
search of herbarium specimens and records failed to yield any evidence of the plant’s occurrence 
at Goleta Slough.  In 1985 the USFWS identified Goleta Slough as a potential introduction site 
to promote recovery of the species.  Because the Salt Marsh Bird’s Beak is not located in the 
project vicinity or Goleta Slough, the project will not affect this species. 
 
The USFWS stated that: 
  

Although there have been anecdotal reports of the federally endangered salt marsh bird’s 
beak existing historically in the project area, no records have been found to verify its 
presence in Goleta Slough and it is not expected to occur in the proposed project area. 

 
Southern Tarplant (Hemizonia parryi ssp. australis) 
The Southern Tarplant, is a federal species of concern and a California Native Plant Society 
(CNPS) List 1B plant. It is a summer to fall flowering annual herb that occurs in relatively open, 
coastal habitats including grasslands, small drainages, or areas of seasonal ponding near the 
coast.  It is found in numerous locations in Goleta Slough, in the area adjacent to the Tecolotito 
Creek sedimentation basin, and the disturbed uplands south of Tecolotito Creek.  It has also been 
found within the runway safety areas, although not since the completion of a grading project that 
took place in 1999.  The population in the vicinity of the Tecolotito Creek sediment basin would 
likely be affected by the project due to the proposed expansion of the sediment basin, access 
roads and creek excavation.  Mitigation measures proposed by the City to address potential 
adverse impacts to the Tarplant would include the salvage of native plants and topsoil that would 
enable reestablishment of this species in other suitable areas of Goleta Slough.  
 
Coulter’s Goldfields (Lasthenia glabrata ssp. coulteri) 
The Coulter’s Goldfields, a federal Species of Concern, and a CNPS List 1B plant is located in 
an area associated with a diked basin adjacent to Tecolotito Creek, and in a narrow zone around 
the rims of several basins.  The species is widely distributed in Southern California, but is 
restricted to rare habitats such as vernal pools, seasonally flooded playas and saline flats on the 
margins of estuaries.  Additional populations of the species have been established within Goleta 
Slough as part of a mitigation/restoration project for a previous safety area grading project.   
 
Impacts to the Lasthenia could occur at the diked basin during the excavation and realignment of 
Tecolotito Creek, grading of access roads adjacent to the creek, or modifications to existing 
berms along diked basins.  Mitigation measures to minimize impacts would include the salvaging 
of native plants and topsoil that would promote the reestablishment of the species in Goleta 
Slough. 
 
Wildlife 
Listed and proposed species of wildlife that have a likelihood of occurrence in the project area 
include the California Brown Pelican (Pelecanus occidentalis californicus), light-footed clapper 
rail (Rallus longirostris levipes), Belding’s savannah sparrow (Passerculus sandwichensis 
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beldingi), California red-legged frog (Rana aurora draytonii), tidewater goby (Eucyclogobius 
newberryi) and Southern California steelhead trout (Oncorhyncos mykiss irieus).   
 
Critical habitat has been designated for the western snowy plover and proposed for the California 
Red-legged frog (CRLF).  The designated critical habitat for the western snowy plover includes 
beaches adjacent to the UCSB Coal Oil Point Reserve, located 2 miles west/southwest of the 
airport property and the beach area west and east of the Santa Barbara Pier approximately 10 
miles east of the airport15. The City states that: 
 

The proposed critical habitat for the CRLF (Federal Register 1996, Vol. 61, No. 101, 
25813) does not include any of the creeks that flow into Goleta Slough, nor is it expected 
that the CRLF would be found in the slough or in any affected area due to its inability to 
tolerate saline conditions. 

 
Southern California Steelhead (Oncorhyncos mykiss irieus) 
The southern steelhead occurs in coastal streams and creeks of central and northern California 
and southern Oregon.  Populations that occur between Los Angeles County and northern Santa 
Barbara County constitute the South Central California Coast Evolutionary Significant Steelhead 
trout (ESU), which has been designated as an endangered species by the NMFS.16  The NMFS 
has designated certain rivers and streams as critical habitat for the southern steelhead, including 
all accessible streams along the South Coast of Santa Barbara County.  Streams without 
impassable fish barriers within the historic range of the steelhead would be included.  Tecolotito 
and Glen Annie Creek represent this critical habitat from the mouth of Goleta Slough to Glen 
Annie Dam.   
 
In commenting on the draft EIS/R the National Marine Fisheries Service stated: 
 

The proposed activities occur within the Southern California Evolutionary Significant 
Unit (ESU) for the Federally endangered steelhead (Oncorhynchus mykiss) and 
designated steelhead critical habitat.  Steelhead migration may potentially be adversely 
affected by construction impacts related to the creek relocation.  In addition, water 
quality impacts associated with improvements and modification to the AFP area related 
to construction, and overall increase of impervious surface areas, expanded airport 
operations, and storm water discharge, may potentially adversely affect steelhead 
migration.   

 
The National Marine Fisheries Service concurred with the City’s determination that the proposed 
project will not adversely affect the Federally endangered steelhead provided the following 
special conditions are implemented. The NMFS further requires written documentation that the 
FAA/City of Santa Barbara will implement those conditions.  Should the City choose not to 
modify the proposed project then formal section 7 consultation must be initiated. 

                                                 
15 Federal Register 2000, Vol. 64, No. 234, 68508 

16 Biological Assessment for the Southern Steelhead Trout, Santa Barbara Airport Draft EIS/EIR for the Aviation Facilities Plan  (2001) 
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1. The Carneros creek sediment basin should be enlarged according to the proposed plan 

described in URS Corporation’s Proposed Enlargement of Carneros Creek Sediment Basin 
dated July 2001.  The Tecolotito Creek sediment basin should also be enlarged as described 
in the DEIS/EIR.  

 
2. The new channel should be completed before connecting to the existing channel to avoid the 

need for extensive stream diversions during construction. 
 
3. Construction related to the connection of the new channel to the existing channel should only 

be conducted between July 15 and October 1 of any given year.   
 
4. The applicant shall install silt fencing, temporary in-stream siltation basins, stream diversions 

and implement other best management practices to minimize downstream turbidity and 
sedimentation impacts. 

 
The City has agreed to these conditions. 
 
California Brown Pelican (Pelecanus occidentalis californicus) 
The California Brown Pelican is a state and federal listed endangered species.  It is a common 
year round species to coastal regions in Santa Barbara County, and they are known to breed at 
offshore islands such as Anacapa and the Channel Islands, from January to June.  The Brown 
Pelican is often observed feeding and resting in lower Tecolotito Creek near Goleta Beach 
County Park.  Although the California Brown Pelican is expected to occasionally fly near the 
project area, it generally feeds in near shore ocean waters, and rests on beaches and on Goleta 
Pier.  Impacts to the Pelican are not likely to occur as a result of the project. 
 
In reviewing the City’s Biological Assessment, the U.S. Fish and Wildlife Service stated : 
 

The only species currently found in the vicinity of the airport is the federally endangered 
brown pelican (Pelecanus occidentalis).  The brown pelican is occasionally observed 
roosting near the mouth of Goleta Slough, approximately two miles away from the 
proposed runway expansion area. Therefore, we concur that the airport facilities plan as 
proposed, would not affect federally threatened and endangered species. 

 
Light-footed Clapper Rail (Rallus longirostris levipes) 
The light-footed clapper rail typically resides in California coastal salt marshes from Carpinteria 
to San Diego.  It is a state and federal listed endangered species that has historically been found 
in Goleta Slough, although the last record of this was a single individual reported in 1972.  
Surveys of pickleweed habitat in Goleta Slough found no evidence of the species, and did not 
report vocalizations (Holmgren 1995).   Potential habitats for the species could be affected if 
transitional creek habitats are removed during excavation of Tecolotito Creek.   
 
 



CC-058-01-City of Santa Barbara 
Aviation Facilities Plan 
Page 47 
 
Belding’s Savannah Sparrow (Passerculus sandsichensis beldingi) 
The Belding’s savannah sparrow is a state listed endangered species and a federal Species of 
Concern.  It is a permanent resident of Goleta Slough and breeds with the slough’s ecosystem.  
Surveys conducted by Holmgren and Burnell in 1992 recorded 72 pairs of breeding birds within 
Goleta Slough. The highest density of Belding’s savannah sparrows (more than 3 pairs per 
hectare) was observed in the central slough basin, south of runway 7/25 and west of runway 
15R/33L.  During these surveys, the sparrow was observed foraging in areas dominated by 
pickleweed at low tides, in the grassy area near the runways, and at the west end of Goleta Beach 
County Park.   
 
On October 10, 2001, the Commission staff received updated survey information on the sparrow. 
The City has been conducting surveys for the Belding’s savannah sparrow for its bird strike 
hazard study and to provide accurate estimates of the population for the US Fish and Wildlife 
Service.  A total of 68 individuals were sighted during the May 2001 survey.  Exhibit # 22 an 23 
illustrate the approximate location of the population, which is primarily located in basins A, B, 
and C. 
 
Basin “A” thru “D”: 59 Birds 
Basin “E” and “F” : 4 Birds 
Basin “G” :  2 Birds 
Basin “L” and “M”: 3 Birds 
 
The results of these surveys were consistent with the previous surveys done in 1994.  The 
sparrow is typically restricted to the pickleweed marsh areas of Goleta Slough, although it may 
forage in adjacent upland scrub and grassland areas.  No individuals were sighted at the location 
of the proposed Taxiway M or runway safety area extension site, at the end of Runway 7-25. 
 
The Biological Assessment for the project states: 
 

Goleta Slough supports suitable habitat and all the life history function for Belding’s 
savannah sparrow.  At least 117 pairs of breeding savannah sparrows were recorded in 
Goleta Slough in 1994 (Holmgren and Kisner 1994).  
 
The proposed project would potentially affect and limit the distribution of this species in 
Goleta Slough because the existing undeveloped land west of runway 7/25 would become 
unavailable for life history functions (such as foraging) or restoration.  However, 
relocation of Tecolotito Creek and restoration of native vegetation along the creek 
channel (see attached mitigation measures) would potentially provide a greater amount 
of higher quality suitable habitat for Belding’s savannah sparrows over time. 
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The California Department of Fish and Game stated in commenting on the DEIS/EIR: 
 

the Department finds the project as proposed (Alternative 1, relocations of the western 
portion of Tecolotito and Carneros Creeks) will result in significant, but mainly mitigable 
impacts.  The Department recommends the City select this alternative. The Department 
does not recommend selection of Alternative 2 (the box culverting of Tecolotito Creek) as 
this option would not fully mitigate for impacts to Belding’s Savannah Sparrow as would 
be required by the California Endangered Species Act (CESA) The City will need to 
secure both an Incidental Take Permit for the Belding’s Savannah Sparrow, and a 
Streambed Alteration Agreement for the relocation of Tecolotito and Carneros Creeks. 

 
Under the existing California Endangered Species Act (Section 2081 of the Fish and Game 
Code) the CDFG may authorize, by permit, the take of endangered species.  To obtain a 
California Incidental Take Permit the applicant must show that the impacts will not jeopardize 
the continued existence of the species, the impacts of the “taking” are minimized and fully 
mitigated to the extent that it is “roughly proportional” to the impact of the taking on the species, 
the proposed mitigation shall be capable of successful implementation, and that the applicant 
provide adequate funding to implement necessary mitigation measures including monitoring 
compliance of the effectiveness of those measures. 
 
Western Snowy Plover (Charadrius alexandrinus nivosus) 
The western snowy plover is a federally listed threatened species and a state Species of Concern.  
Critical habitat for this species has recently been designated by the USFWS (Federal Register 
2000, Vol. 64, No. 234, 68508), although the designation does not include any of the airport 
property.  The nearest critical habitat is located some 2 miles west/south west of the airport near 
the Santa Barbara Harbor.  Historic records indicate that Goleta Beach Park supported wintering 
and nesting snowy plovers before the 1950’s, though nesting activity at the park has not been 
observed for many decades.  Recent surveys of Goleta Slough and the airport property have not 
reported the presence of snowy plovers (Holmgren 1995).  
 
California Red-legged Frog Rana aurora draytonii) 
The California red-legged frog is a federal listed threatened species and a state Species of 
Concern.  Although critical habitat has been proposed for the species, the critical habitat proposal 
does not include the airport property or any of the seven creeks that flow into Goleta Slough.  
The red-legged frog is a pond frog that frequents marshes, slow portions of streams, lakes and 
other permanent bodies of water.  They are attracted to ponding areas which contain extensive 
plant cover including rushes and reeds. The City’s Biological Assessment states that: 
 

There are no records of the frog in Goleta Slough or in the project area, and it is not 
expected to occur in salt marshes due to its intolerance of saline conditions. Due to the 
absence of suitable or critical habitat for the CRLF in Goleta Slough and in the project 
area, the proposed project is not expected to affect this species or its habitat, therefore no 
mitigation is proposed  
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Tidewater Goby (Eucyclogobius newberryi) 
The tidewater goby is a federal listed endangered species and a state Species of Concern.  It was 
recently proposed for de-listing (Federal Register Vol. 64, No. 121, June 24, 1999). The species 
inhabits coastal lagoons and other brackish habitats in coastal streams along the California coast. 
 

In Santa Barbara County, this species presently occurs only in stream and river mouths, 
and coastal canyon lagoons that are brackish due to freshwater inflow; it is not found in 
either of the major structural basin estuaries (Goleta Slough, Carpinteria Marsh) which 
have high salinity and are dominated by tidal circulation in the lower reaches.  These 
structural basins also have relatively narrow estuarine-fresh water transition areas.  
Locally, this species occurs in brackish lagoons at the mouths of Tecolote Creek, Bell 
Canyon Creek, Devereux Creek, Arroyo Burro Creek, Mission Creek and Sycamore 
Creek.   
 
The tidewater goby has been reported from Goleta Slough, but no museum records exist 
to verify these reports.  Sampling in 1987 and in 1993 failed to locate any tidewater 
gobies in Goleta Slough, and none are assumed to be present. 

 
The City states that potential impacts from the proposed project could result in: 
 

Sedimentation of downstream area of Tecolotito Creek near the mouth of Goleta Slough 
in the event that erosion control measures fail or are ineffective. The resultant (potential) 
change to the bathymetry of Goleta Slough (from sedimentation) may adversely affect the 
mouth of Goleta Slough.  However, since the species has not been reported from Goleta 
Slough in recent survey efforts, the proposed projects direct and indirect effects on 
downstream portion of Goleta Slough are not expected to adversely affect potential 
habitat for tidewater goby, and due to the proposed longer channel, more habitat would 
be available for the species in the event it were to re-colonize Goleta Slough in the future. 

 
Mitigation 
 
Fish Habitat 
To avoid impacts that could affect steelhead, estuarine fish and other aquatic species in Goleta 
Slough during the relocation of the channel in Tecolotito Creek, the excavation of the existing 
channel will be conducted without connecting the old and new channels until the new channel is 
completed and the bank slopes are stabilized.  The channel will be connected using a temporary 
stream diversion and cofferdams, and these activities will take place during the summer, when 
minimal flows and low tides take place.  With construction taking place during this period, 
steelhead are not expected to be present in Goleta Slough, nor are they expected to be affected by 
activities at the construction site. 
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Southern Tarplant-Coulter’s Goldfields 
Mitigation measures proposed for impacts to the Southern Tarplant and the Coulter’s Goldfields 
include the salvaging of native plants and topsoil that would promote the reestablishment of this 
species in Goleta Slough.  The establishment of a second population of the Coulter’s goldfields is 
considered necessary to reduce the risk of local extinction, and to fully mitigate the potential 
impacts of the project.  The cumulative loss of potential habitat for this species in Goleta Slough 
is considered an adverse impact, according to the City. 
 
Belding’s savannah sparrow 
Additional areas of Potential habitat would be created for the Belding’s savannah sparrow in a 
continuous corridor along the realigned creek.  Reestablishment of bands of tidal marsh along 
creek banks and the restoration of tidal wetlands would take place.  The city will monitor the 
restored areas to assess the success of the mitigation for 5 years following construction. 
 
In addition to the measures above, the Biological Assessment for the project states that: 
 

1. A wetlands biologist shall be retained by the Airport to design and oversee the 
implementation of the mitigation program for the project.  

 
2. The biologist shall be responsible for the development of site-specific plan for 

revegetation and restoration activities for the wetlands and creek channel and banks. 
 

3. The City will prepare pre-construction and post-construction monitoring reports of 
mitigation sites. 

 
4. The City will monitor previously mapped wetlands and endangered species habitats 

adjacent to construction areas to confirm the avoidance of impacts to wetlands and 
species.  Should impacts occur, they will be documented by the City and notification 
will be sent to other responsible agencies. 

 
The City will also implement the following measures to mitigate potential impacts during 
construction: 
 

1. Temporary fencing shall be installed to protect environmentally sensitive areas 
(ESA) and wetlands from incidental impacts. 

 
2. Stockpiling of excavated soil and construction materials, and the haul routes for 

heavy equipment shall be confined to areas shown on grading plans to avoid ESA’s. 
 

3. Native plants and topsoil shall be salvaged from impact areas for use in revegetation.  
The project biologist shall select these areas and they will be depicted on grading 
plans, along with locations and methods for temporary storage. 
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4. Construction of individual projects shall use methods to avoid the nesting and 
breeding season from mid-march to the end of June, minimize compaction of soils 
during the wet season, and minimize erosion from barren areas into adjacent waters 
and wetlands. 

 
5. Areas disturbed by construction shall be graded to encourage development of a 

water regime similar to the one that existed before the disturbance. 
 

6. For impacts to the Belding’s savannah sparrow, reestablishment of bands of tidal 
marsh along creek banks, and the restoration and enhancement of remnant or poorly 
flushed tidal wetlands.  The species use of these restored areas shall be monitored 
before and after the mitigation is implemented.  Monitoring shall be combined with 
annual Slough-wide surveys to establish the status of the species, and shall continue 
for five years following construction. 

 
7. The final design and limitations of construction activities shall minimize habitat loss 

and disturbance in the diked basin that supports Coulter’s goldfields and Frost’s 
tiger beetle.  To minimize the possibility of local extinction of the Coulter’s 
goldfields, the City will collect small amounts of seed from this species and 
establish new populations in other locations in Goleta Slough where similar habitat 
conditions are replicated. 

 
8. Revegetation of disturbed areas and new creek alignments that impact the southern 

tarplant, horned seablite, and giant horsetail will include species specific seed 
collection for the establishment of new populations. 

 

In conclusion, the City has incorporated avoidance, monitoring, and enhancement measures to 
avoid adversely affecting federally listed and other sensitive species. These measures were 
developed in consultation with the U.S. Fish and Wildlife Service and the National Marine 
Fisheries Service.  With these measures, the Commission finds the project consistent with 
Section 30240 of the Coastal Act. 

 
B.  Stream Alteration.   

 
The Coastal Act provides that: 

 
Section 30236:  Channelizations, dams, or other substantial alteration of rivers and 
streams shall incorporate the best mitigation measures feasible, and be limited to (1) 
necessary water supply projects; (2) flood control projects where no other method for 
protecting existing structures in the floodplain is feasible and where such protection is 
necessary for public safety or to protect existing development; or (3) developments where 
the primary function is the improvement of fish and wildlife habitat.   
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The construction of the runway safety areas and the relocation of runway 7-25 and taxiway M 
under the “west creek realignment alternative” would combine Tecolotito and Carneros Creeks, 
rerouting Tecolotito Creek 2,000 feet to the west of the new runway area. Section 30236 of the 
Coastal Act allows for the alteration of rivers and streams if those alterations or channelizations 
are necessary to protect existing structures in the floodplain and such protection is necessary for 
public safety.  To determine whether the alteration of Tecolotito Creek is necessary, the 
Commission will analyze, separately from the wetland alternatives analysis in the previous 
section of this report, alternative ways in which the airport’s flood control objectives can be met 
 
Background 
When the Santa Barbara Airport was constructed in the late 1920’s, Tecolotito Creek was 
excavated and channelized numerous times to re-route floodwaters around the airport.  The most 
recent projects have occurred between 1967 and 1975.  In 1969 water completely surrounded the 
main terminal, although it did not enter the building.  Other public buildings and structures are 
threatened with inundation during heavy rains, and the flooding of the runways presents a safety 
hazard that prevents planes from landing or taking off.  In 1995 and 1998 all three runways were 
flooded and the airport was closed for several days.  Damage and loss related to the most recent 
flooding was estimated to be $118,000 by FEMA. 
 

Estimated Peak Flow Rates for Selected Design Events 
 

Location Peak Runoff (cfs) 
 

 2 Year 
Event 

5 Year 
Event 

10 Year 
Event 

25 Year 
Event 

50 Year 
Event 

100 Year 
Event 

Tecolotito Creek @ Hollister 300 1,000 1,500 2,5000 3,900 4,400 
Carneros Creek @ Hollister 300 900 1,300 2,100 3,100 3,600 
San Pedro Creek @ Hollister 600 1,500 2,200 3,400 5,000 5,700 
San Jose Creek @ Hollister 1,100 2,200 2,800 4,400 6,400 7,200 
 
IN-Flow from Goleta Slough 
(upstream of Ward Memorial) 

 
2,200 

 
5,700 

 
7,800 

 
12,800 

 
19,200 

 
21,800 

 
OUT-Flow from Goleta Slough 
(downstream of Ward Memorial) 

 
1,700 

 
3,800 

 
4,300 

 
5,900 

 
9,100 

 
10,000 

 
Historical Flooding of the Property 
As an area of convergence of five major streams, the Santa Barbara airport has historically been 
subject to flooding.  Most recent flooding has occurred due to flows exceeding the capacity of 
the stream channels. The combined watershed of these five streams is approximately 30,000 
acres (46 square miles).  The topography of the airport is generally flat, with little change in 
elevation between Hollister Avenue and the ocean. As flood flows over-bank the streams, the 
flow slows down and deposits sediment.  During a flood event, the sediment is carried by these 
flows and deposited in stream channels reducing the channel capacity. The tables below illustrate 
the impacts of various 24 hour storm events relative to storage capacity. 
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Master Drainage Plan 
In 1999 the Airport drafted a grant proposal to the FAA to provide funding to prepare a Master 
Drainage Plan.  The problems experienced during the storms that created debilitating floods in 
the winter of 1995 and 1998 resulted in the extensive siltation of Tecolotito Creek, flooding and 
silt deposition of Runway 7-25 and Runway 15R-33L, and flooding of taxiway (A, B, C, D, and 
J).  The proposal to create a Master Drainage Plan would: 
 

Analyze the local watershed and existing drainage facilities, and develop a phased 
improvement plan that will reduce flooding of the Airport to an acceptable level.   

 
The Master Drainage Plan was funded by the FAA ($150,000 grant), with the express purpose 
of assessing flooding hazards at the Santa Barbara Airport, with particular emphasis on the 
relationship between potential Runway Safety Area alternatives and the drainage alternatives for 
Tecolotito Creek.  The objectives of the plan included flood control measures to protect existing 
structures, a determination of the most effective method of conveying the creek around the safety 
area, development and selection of alternative channel designs, the simulation of hydraulic 
characteristics of such channel designs, and an evaluation of those alternatives.  The grant was 
approved in January 2000, and the plan was completed in 2001. 

 
 

Volume of Depression Storage Compared to  
Volume of 24-Hour Storm Event17 

 
 

Location 
Volume of Depression 

Storage (acre feet) 
Total 24 Hour Storm Volume (acre feet) 

 
  2 Year 

Event 
5 Year 
Event 

10 Year 
Event 

25 Year 
Event 

50 Year 
Event 

100 Year 
Event 

Goleta Slough18 3,000 1,457 2,868 3,781 5,615 9,509 10,864 

Carneros Creek19 148 206 430 578 858 1,446 1,650 
Las Vegas Creek20 18 380 740 977 1,422 2,321 2,647 
 

 
Location 

Volume of Depression 
Storage (acre feet) 

Percent of Total 24 Hour Storm Volume  
That could be Contained in Depression Storage 

 
  2 Year 

Event 
5 Year 
Event 

10 Year 
Event 

25 Year 
Event 

50 Year 
Event 

100 Year 
Event 

Goleta Slough 3,000 100% 100% 79% 53% 32% 28% 

Carneros Creek 148 72% 34% 26% 17% 10% 9% 
Las Vegas Creek 18 5% 2% 2% 2% 1% 1% 

                                                 
17 Draft Final Master Drainage Plan Santa Barbara Municipal Airport, City of Santa Barbara (2001) 

18 Location of storage is at Goleta and in at least 3,000 acre-feet.  Storm volume includes flow from Tecolotito, Carneros, San Pedro/Las 

Vegas, and San Jose Creek watersheds. 

19 Location of storage is upstream of US Highway 101 at Carneros Creek 

20 Location of storage is upstream of US Highway 101 at Las Vegas Creek. Storm volume includes runoff volume from San Pedro and 

Las Vegas Creeks below their confluence. 
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Floodplains 
Flood hazard areas (floodplain) as defined by FEMA are areas subject to inundation by a 100 
year flood.  The floodplain is the land area susceptible to inundation during a given flood.  The 
majority of the Airport property is within the 100 year FEMA floodplain.  If Tecolotito and 
Carneros Creek are realigned around the proposed runway safety area (Realignment Alternative) 
the realigned creek would have a flow that equals or exceeds the flow capacity of the existing 
channel.   
 
Under the culvert alternative, there would be a significant overflow during a 100 year run-off 
event as much as two to three feet above the existing runway elevation. This same overflow 
would occur under the existing conditions.  The use of a culvert may increase the likelihood of 
flooding because of the potential for plugging of the culvert due to sediment deposition.  To 
accommodate the existing flow, the level of the culvert bottom would have to be placed at an 
elevation between minus 1 to minus 0 feet mean sea level datum.  If a blockage of the culvert 
occurred during a flood event, this would result in major damage to the runway and safety area. 
 
The City’s LCP further states that: 
 

Sediment buildup threatens the water flow capacity of the sough and increases the 
existing flood hazard.  Consequently, the Santa Barbara County Flood Control and 
Water Conservation District have widened the main channels draining into the slough 
and enlarged the sediment/debris silt basins.  Two of the major threats to the slough’s 
continued existence as a wildlife habitat are sedimentation and impaired tidal 
circulation. 
 
The Goleta Slough watershed floodwaters are channeled toward the sea, carrying 
upstream debris and sediment, which becomes deposited in the coastal plain.  The 
accumulation of silt and the growth of vegetation narrows the slough channels to 
sluggish streams.  Continued, unmanaged sedimentation would ultimately result in the 
destruction of the salt marsh habitat and significant alteration of the slough’s  flood 
carrying capacity. 

 
An estimated 15,000 cubic yards of silt enters the slough each year from Carneros and 
Tecolotito Creeks, although two silt basins have been installed in these creeks just below 
Hollister Avenue.   
 

Previous Projects 
In the mid 1970’s the Flood Control District widened and deepened sections of the slough’s 
channel system.  The project included widening the main channel from the confluence of 
Tecolotito and Carneros Creeks an estimated 0.875 miles into the marsh, and widening and 
deepening of the main channel near the slough’s ocean outlet.  This two-phase project created a 
more efficient flood control system, and a more biologically healthy salt marsh.   The Flood 
Control District also installed a series of culverts and removed several levees to accommodate 
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tidal flooding.  This project had limited success in that culverts accumulated silt and vegetation, 
and minimal tidal circulation was achieved. 
 
Sedimentation 
Sedimentation from the upper portions of the slough can also negatively affect biological 
productivity.  At the lower portion of Goleta Slough the mouth of the slough is tidally 
influenced, and a sand bar develops across the mouth as winter runoff declines.  This sand bar is 
periodically breached by the flood control district to allow tidal flushing.  Slough closure to tidal 
influences typically results in increased salinity that can dwarf plant growth and destroy both 
plant and animal communities.  If closure lasts more than three or four days, the waters become 
anaerobic and fish and other organisms begin to die21.   
 
Berm Formation 
In 1995, flood waters laden with sediment spilled over creek banks at the point of constriction 
creating a “natural berm” that increased the elevation of the surrounding marsh plain.  The 
elevated creek banks and marsh plain can impound floodwaters causing greater sedimentation in 
lower areas.  Surveys by the City indicate that this process has raised elevations enough to 
completely eliminate tidal circulation from large areas.  Vegetation in these locations is 
undergoing a transformation from tidal marsh, to transitional brackish wetland and upland 
habitat, and non-native brackish wetland and upland species are replacing native salt marsh 
vegetation. 
 
The City proposes to incorporate the best mitigation measures feasible for the diversion of 
Tecolotito Creek around the proposed project.  The City has consulted with the U.S Army Corps 
of Engineers and the U.S. Fish and Wildlife Service to evaluate the least environmentally 
damaging alternative to realigning Tecolotito Creek.  The Corp stated in its review of the project 
that: 

 
the longer channel would constrict the over-bank flow area which would increase water 
velocity and shear forces during extreme flooding events.  This would result in a 
maximum rise in water surface elevation of 0.4 feet on Tecolotito Creek downstream of 
Hollister Avenue.  The longer channel and expanded sediment basin on Tecolotito Creek 
would provide a larger storage volume and it is expected to result in a net decrease in the 
amount of sediment delivered to Goleta Slough. 

 
Flood Control Alternatives Analysis 
The City of Santa Barbara has examined several alternatives to relieve flooding at the airport to 
determine the least environmentally damaging feasible alternative to accommodate drainage 
from Tecolotito and Carneros Creeks relative to the proposed safety area at the end of Runway 7-
25, while minimizing the effects of sediment transport and reducing overbank flood hazards for 
the existing and future runway. 
 

                                                 
21 City of Santa Barbara Airport and Goleta Slough LCP (1982) 
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The City States that: 
 

The west end of the airfield is susceptible to flooding due to several different factors. The 
primary contributing factor is the storm-related deposition of sediments in the creeks. 
Excessive sedimentation occurs along both creeks immediately downstream of Hollister 
Avenue due to a significant grade change as the creeks enter the flat and tidally 
influenced Goleta Slough. The Santa Barbara County Flood Control District has 
established sediment basins at these locations. However, these basins are often filled by 
the first major storm of the year, increasing water surface elevations upstream (which 
causes flooding on Hollister Avenue) and downstream (which causes overbank flooding 
of the airfield). 

 
The second major factor is the effect of tides on conveyance capacity in Tecolotito Creek 
in the Goleta Slough. When high tides coincide with storm runoff, the capacity of the 
creek within the slough is severely lessened, causing overbank flooding along the creek in 
both airfield and salt marsh areas. 

 
The third contributing factor is that the Tecolotito and Carneros creeks within the 
Airport only have a capacity to carry about a 10-year storm, estimated to be about 2,800 
cubic feet per second. The creeks are relatively narrow with high flow resistance because 
they are earthen. 

 
The City examined several options that would reduce flooding from these creeks and increase  
flood protection of the existing runway and safety area.  The alternatives considered included the 
following: 
 

1.  Culvert Alternative 
Under this alternative, Tecolotito Creek would be directed into a very long and wide 
concrete culvert (about 750 feet long, 80 feet wide, and 8 feet high) under the main 
runway, which would be shifted 800 feet to the west to accommodate the new safety 
areas. This alternative was rejected primarily because a culvert would accumulate 
sediments to a greater degree than an open creek channel, and therefore would 
exacerbate the flooding problems in the airfield and north onto Hollister Avenue. The 
build up of sediments in the culvert would create a more severe overbank flooding 
condition at the runway than under current conditions. In addition, there are severe 
logistical and safety issues with removing sediments from a long culvert with limited 
vertical clearance.  Finally, the runway and taxiways would need to be raised one foot to 
accommodate the culvert. 
 
2.  Upstream Detention Basins 
This alternative would involve construction of one or more detention basins upstream of 
the Airport in order to detain storm flows and reduce the peak runoff in both Tecolotito 
and Carneros creeks. The basins would reduce the frequency of overbank flooding in the 
airfield from both the existing and relocated creek channels. This alternative would also 
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require the use of a culvert under the shifted runway or relocated creeks to meet the 
objectives of the AFP.   

 
The most appropriate location for detention basins that provides the desired hydraulic 
benefits is between Highway 101 and Hollister Avenue. This alternative was rejected 
because it would require acquisition of private property and displacement of existing 
land uses in order to construct large basins sufficient to reduce the peak flows. For 
example, the estimated acreage required to reduce the peak flow of a 10-year event is 
estimated to be between 8 and 15 acres. It would be impractical to construct larger 
basins for a higher level of flood protection due to land costs and environmental impacts. 
 
3.  Levee Alternative 
Under this alternative, berms or small levees would be constructed along both sides of 
Tecolotito and Carneros creeks (about 2-3 feet in height) between Hollister Avenue and 
the south side of the main runway to provide additional channel conveyance through the 
airfield.  

 
This alternative was rejected for several reasons. The berms would inherently conflict 
with the safety area requirements at the end of the main runway where a flat surface is 
required for the safety area. As such, the extended safety area could not be constructed if 
the creeks remained in their current locations.   

 
Should the berms be constructed in combination with the culvert or creek relocation 
alternative, the engineered berms would displace wetlands along the margins of the 
creeks, and therefore would require additional wetland mitigation.  Once the water 
surface elevation reaches the tops of the berms in a 10-year event or larger, it is likely 
that flows would escape from the creeks upstream of the Airport. This would result in 
offsite flooding which would cross Hollister Avenue and impinge on the airfield. Hence, 
the benefits of the berms would be negated.   
 
Flows leaving the bermed creeks downstream of the runway would have a higher water 
surface elevation than flows in the creeks under current conditions. Because of the higher 
water surface elevation, these flows would likely spill into salt marsh areas adjacent to 
the creek, thereby increasing sediment deposition of the salt marsh.  The berms would 
require continual maintenance, which would involve vegetation and rodent management 
in the Goleta Slough. 

 
4.  Creek Relocation 
This alternative was evaluated and selected as the preferred option because it involves 
the least environmental disturbance, provides the greatest functional reliability, and 
reduces flooding hazards. The relocated creeks, in combination with the enlarged 
existing sediment basins, will slightly reduce water surface elevations in flows up to the 
10-year event. In addition, the existing floodplain along the relocated creeks is slightly 
higher and narrower than along the existing creeks due to higher ground elevations in 
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this part of the airfield. The higher and narrower floodplain will reduce the width of 
flooding when flows overtop the banks.  
 
The conveyance capacity of the relocated creeks was designed specifically to match 
existing creeks in order to prevent increased sedimentation that could fill Goleta Slough. 
However, the higher floodplain along the new creek alignment will protect the existing 
and future runway from flooding to a greater degree than under existing conditions. The 
new level of protection cannot be quantified; however, hydraulic modeling indicates that 
flows from a 10-year event in the existing channels will impinge on the runway. In 
contrast, the same flows in the relocated creek channels would not affect the runway or 
the safety area. As such, the relocated creeks will increase flood protection for both 
existing and future facilities.  

 
 Preferred Alternative Design 

The City further states that the primary design guideline used to identify the preferred 
alignment of the relocated channel was to minimize modifications to the existing 
hydraulic conditions along Tecolotito Creek within Goleta Slough. The proposed 
alignment of Carneros and Tecolotito creeks is the simplest and most efficient method of 
conveying flows around the new safety area with the minimal hydraulic transitions and 
channel bends. For example, the extension of Carneros Creek is aligned with the existing 
channel to maintain existing flow velocities. The alignment of Tecolotito Creek around 
the extended safety area involves three channel bends, which are purposely designed to 
be gradual. 

 
The proposed channel dimensions will match the existing channel dimensions along 
Tecolotito and Carneros creeks (i.e., 60 feet wide at the top, and 45 feet wide on the 
bottom, 2H:1V slopes) in order to avoid changes in hydraulic characteristics of the 
creeks. The objective was to maintain existing flow velocities in this portion of the slough 
to the extent feasible in order to avoid increased sedimentation upgradient of the runway. 
Additional sedimentation in the creek would increase overbank flood hazard, as well as 
increase downstream sediment deposition in Goleta Slough. A wider channel was not 
proposed because sediments would accumulate as flow velocities decrease. Maintenance 
requirements for a wider channel would also become greater and would result in more 
frequent disturbances to the channel habitats.  

 
It should be noted that relocating the creeks will increase flood protection for the existing 
runway independent of the proposed safety area extension because overbank flooding 
from the relocated creeks under a 10-year event would not impinge on the runway as it 
does under current conditions. 
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Flood Protection Alternative Analysis 
 

 
Feasibility Evaluation Criteria 

 
Alternative 

Economic Environmental Social Technological 
 
 

Culvert Under 
Runway 

 

 
• $4.5 million capital cost 
• $1.6 million wetland 

mitigation costs. 
• Excessive annual 

maintenance costs 

 
• Loss of valuable tidal 

open water habitat,   
• Potential fish passage 

impediment. 
• Fragmentation of 

aquatic habitat 

 
• Exacerbates 

flooding, 
• Possible 

violation of flood 
control 
ordinance 

 
• Low reliability during 

flood events,  
• increased potential for 

overbank flooding 
including catastrophic 
events,  

• unsafe maintenance 
and work conditions 

 
 
 

Upstream 
Retention 

Basins 
 

• $4-15 million capital 
costs for estimated 12 
acre basin. (property 
acquisition-construction-
relocation and culvert 
/creek relocation costs) 

• Increased annual 
maintenance costs 

• Displacement of current 
and future planned land 
uses. 

• Loss of upland habitat 
 
• Reduced sediment 

loading to the Slough. 
(considered beneficial) 

 

• Disruption of 
planned land 
uses. 

 
• Loss of 

affordable 
housing 
opportunities 

• Feasible and effective 
for reducing peak flows 
and sediment loading 

 
• Infeasible unless 

combined with culvert 
or creek relocation 
alternative 

 
 
 
 

Berms on 
Tecolotito 

Creek 

• $2,800 capital costs for 
berms and creek 
relocation. 

• $1,000,000 wetland 
mitigation costs. 

 
• Undetermined annual 

maintenance costs 

• Loss of 3-4 acres of 
seasonal non-tidal 
wetlands. 

 
• Creation of artificial 

landform in slough. 
 
• Possible increase in 

sediment loading 
downstream tidal areas 

• Exacerbates 
flooding,  

 
• Potential 

violation of flood 
control 
ordinance 

• Increased potential for 
overbank flooding 
upstream and        
down stream of the 
airfield. 

 
• Infeasible unless 

combined with culvert 
or creek relocation 
alternative. 

 
Creek 

Relocation 
and 

Enlarged 
Sediment  

Basins 

• $1.3 million capital costs   
• $900,000 wetland 

mitigation costs. 
 
• Minor increase in annual 

maintenance costs 
 
 

• Reduced sedimentation 
to Goleta Slough. 

 
• Increase in tidal open 

water and mudflat 
habitats. 

 
• Loss of 3 acres of 

seasonal non-tidal 
wetlands 

• No direct social 
effects 

• Effective and reliable 
solution with no 
adverse hydraulic 
impacts 

 

Despite this extensive alternatives analysis, the City did not analyze whether stream alteration 
could be avoided (through the use of the EMAS alternative discussed in the wetland section of 
this report).  In order to find that the project is and allowable use for stream alteration under 
Section 30236, the Commission must first determine that the project is a flood control projects 
where no other method for flood protection is feasible. 

The Commission is unable to find that the City of Santa Barbara has examined all feasible 
alternatives that would avoid stream alteration.  The Commission therefore concludes that the 
project is not consistent with Section 30236 of the Coastal Act. 
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C.  Public Access and Recreation.   
 

The Coastal Act provides that: 
 

Section 30210:  In carrying out the requirement of Section 4 of Article X of the California 
Constitution ,maximum access, which shall be conspicuously posted, and recreational 
opportunities shall be provided for all the people consistent with public safety needs and 
the need to protect public rights, rights of private property owners, and natural resource 
areas from overuse. 
 
Section 30212(a):  Public access from the nearest public roadway to the shoreline and 
along the coast shall be provided in new development projects except where: 
  

(1)  It is inconsistent with public safety, military security needs, or the protection 
of fragile coastal resources, 
 
(2)  Adequate access exists nearby 

 
Section 30212.5:  Whenever appropriate and feasible, public facilities, including parking 
areas or facilities, shall be distributed throughout an area so as to mitigate against the 
impacts, social and otherwise, of overcrowding or overuse by the public of any single 
area 
 
Section 30252:  The location and amount of new development should maintain and 
enhance public access to the coast by (1) facilitating the provision or extension of transit 
service, (2) providing commercial facilities within or adjoining residential development 
or in areas that will minimize the use of coastal access roads, (3) providing non-
automobile circulation within the development, (4) providing adequate parking facilities 
or providing substitute means of serving the development with public transportation, (5) 
assuring the potential for public transit for high density uses such as high rise office 
buildings, and by (6) assuring that the recreational needs of new residents will not 
overload nearby coastal recreation areas by correlating the amount of development with 
local park acquisition and development plans with the provision of onsite recreational 
facilities to serve the new development. 
 

The proposed airfield safety projects are designed to ensure public safety by meeting the current 
FAA design standards and minimizing runway incursions. Expansion of the airline terminal 
building is designed to meet the projected passenger needs in the Santa Barbara coastal zone 
through 2015, and the proposed safety projects and terminal expansion will help provide 
maximum public access to the coastal zone.  As the southern California coastal region becomes 
increasingly populated, the necessity for improving the distribution of public transportation 
throughout the region will become more critical.   
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Typically, many Santa Barbara bound tourists drive from Los Angeles area airports, adding to 
traffic congestion and affecting air quality along the coast.  Improved facilities would lessen 
these impacts and provide relief to air quality and traffic impacts.  Section 30252 further 
identifies the connection between efficient transportation modes and maximum coastal access. In 
past actions, the Commission has considered traffic congestion in recreation areas to be an 
impact on public access to the shoreline.   
 
Goleta Beach County Park is adjacent to the southern boundary of the Santa Barbara Airport.  
The 29 acre park includes almost a mile of sandy beach, picnic and day use areas, and the Goleta 
Pier which is used for boat launching, fishing and strolling.  Several hiking trails are proposed 
near the airport property as well as a trail corridor at the foot bridge crossing Goleta Slough.  A 
class one bicycle trail borders the airport property on Carneros Road, continues through the UC 
Santa Barbara Campus, and eastward across airport property to the mouth of Goleta Slough at 
Goleta Beach County Park.  The City is encouraging the use of areas surrounding the airport for 
the development of trails, and passive recreational opportunities are encouraged and provided for 
in the Airport Goleta Slough LCP. 
 
The proposed project is consistent with Sections 30210-30212 and 30252 of the Coastal Act in 
that it will improve public access to the shoreline through efficient and modern commercial 
facilities (airline operations, the provision of public modes of transportation, essential public 
services and adequate parking facilities), and promotes recreational opportunities in the areas 
adjacent to Goleta Slough. 
 

D.  Water Quality 

The Coastal Act provides that: 

30231:  The biological productivity and the quality of coastal waters, streams, wetlands, 
estuaries, and lakes appropriate to maintain optimum populations of marine organisms 
and for the protection of human health shall be maintained and, where feasible, restored 
through, among other means, minimizing adverse effects of waste water discharges and 
entrainment, controlling run-off, preventing depletion of groundwater supplies and 
substantial interference with surface water flow, encouraging waste water reclamation, 
maintaining natural vegetation buffer areas that protect riparian habitat, and minimizing 
alteration of natural streams. 

The City states that: 

Relocating runway 7/25 800 feet to the west under either alternative, could result in 
temporary impacts to water quality.  Construction could affect local waterways, increase 
sedimentation, create toxic discharges due to in-channel construction, vehicle 
maintenance, asphalt operations or accidental spills.  Degradation of Goleta Slough 
could also occur from non-point source pollutant runoff. Storm water run-off from the 
runway and safety area is conveyed to twenty-four 24” drain inlets. The inlets are 
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connected to twenty-six 36” diameter reinforced concrete pipes that then convey storm 
water to various outlets to Tecolotito Creek or Goleta Slough. 

In commenting on the EIS the U.S. Army Corps of Engineers noted that: 

the increased length of the channel and the expanded sediment basin on the Creek would 
provide a larger water storage capacity, resulting in a net decrease in sediment 
transported downstream into Goleta Slough.. 

An increase in the amount of impervious surfaces on the airport property will occur due to the 
extension of the paved surfaces of runway 7/25 and Taxiway A and the construction of Taxiway 
M.  The safety area at the western end of runway 7/25 will be compacted with gravel, which will 
permit groundwater infiltration and aquifer recharge, but the RSA at the eastern end will remain 
a paved surface.  The realignment and lengthening of Tecolotito Creek channel and expanded 
sediment basin will not alter the aquifer recharge capacity compared to  existing conditions.  The 
creek channels are inundated perennially, from either tidal action or flows entering the channel 
from upstream areas.  Short term construction impacts could include: erosion due to clearing and 
grading resulting in sedimentation of adjacent waterways, toxic discharges from equipment and 
accidental spills, ground disturbances, and the potential to encounter sub-surface contamination.  

The majority of the impacts to water quality would likely occur during construction, and the 
potential exists for encountering sub-surface contamination during earth moving activities.  
However, these impacts will be further regulated by a stormwater NPDES permit because the 
area of disturbance constitutes an area greater than 5 acres.  The City describes numerous 
mitigation and containment measures including:  

1. A drainage and erosion control plan to be developed for each area of construction 
to mitigate erosion and address sedimentation impacts to Goleta Slough; 

2. Scheduling construction to minimize graded soil exposure; 
3. Minimum curing times for concrete to avoid contact with the aquatic 

environment; 
4. Limitations on grading activities to dry weather conditions, the use of silt fences, 

straw bales and other measures to control siltation; 
5. Disturbed areas will be seeded and planted with native vegetation immediately 

following construction activities; 
6. Protection of new storm drain outlets to prevent scouring at the point of 

discharge;  
7. A contingency Plan will be developed to address migration of contamination if it 

is encountered during construction; 
8. The Airport will obtain a construction NPDES permit as required for projects that 

disturb an area of 5 acres or more; 
9. A Storm Water Pollution Prevention Plan (SWPPP) will be prepared detailing 

specific erosion and sediment controls to minimize turbidity and total suspended 
solids; and 

10.  Silt and grease traps will be installed in paved areas. 
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The SWPPP that will be prepared as part of the storm water permitting process will include 
pollution prevention control measures to achieve water quality standards, monitoring of 
stormwater discharges, and the maintenance of monitoring records. The plan must include 
BMP’s and a description of erosion and sediment control measures such as soil stabilization, 
seeding, vegetative buffer strips, detention basins, straw bale dikes, silt fences, storm drain inlet 
protection, velocity dissipators, earthen dikes, check dams, sediment basins and other controls.  
The SWPPP will also include: 
 

Non-storm water management-measures to eliminate or reduce discharge of pollutants 
from point sources such as equipment and dewatering operations; 
 
Post-construction storm water management-measures to reduce sedimentation from the 
site after construction; 
 
Waste disposal-procedures to remove all construction wastes from the site; 
 
Inspection, maintenance and repair-procedures to inspect, maintain, and repair all 
erosion and sediment control devices after construction. 

 
Based on the City’s commitment to the above measures, adverse impacts to water quality and 
biological productivity of the Slough will be mitigated, with details to be specified through the 
permitting process.   
 
During the process of relocating the creeks, enlarged basins will be designed to capture greater 
amounts of sediment, minimizing deposits in tidal wetlands of Goleta Slough that have affected 
tidal circulation and the conversion of wetlands to non-native uplands. The increased length of 
the channel and the expanded sediment basin on the Creek would provide a larger water storage 
capacity, resulting in a net decrease in sediment transported downstream into Goleta Slough.  
Given that these measures will reduce impacts to water quality resources, the Commission finds 
that the proposed project is consistent with Section 30231 of the  Coastal Act. 
 

E. Archaeological Resources.   

Section 30244 provides for the protection of archaeological resources of the coastal zone in that: 

Where development would adversely impact archaeological or paleontological resources 
as identified by the State Historic Preservation Officer, reasonable mitigation measures 
shall be required. 

The City of Santa Barbara has conducted an archaeological assessment, prehistoric background 
study, a review of historic maps and aerial photographs, and a review of historic sites listed on 
the National Register of Historic Places. Four prehistoric sites (CA-SBA-46, CA-SBA-52, CA-
SBA-1694 and SAIC-93-1) are described in the Draft EIS/R. 
       
The Area of Potential Effect (APE) for cultural resources within the Santa Barbara Airport 
Aviation Facilities Plan boundary has been defined by the FAA as the entire airport property 
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boundary, in accordance with 36 CFR Part 800.2. Archaeological surveys and excavations 
(1993) within this area have recorded four prehistoric Native American sites.  These areas, 
including major village sites, are characterized by high artifact densities, house remains, exotic 
trade goods, and cemeteries.   
 
Mescalitan Island (CA-SBA-46), located near the southeast corner of the property is most 
notable as it contained two major sites associated with the historic Chumash village of Helo’.  
Historical perspectives of the area have associated Helo’ with a wealthy village that functioned 
as a regional political, economic, and ceremonial center between the Channel Island and 
mainland Chumash22.   
 
During the original construction of the airport, an estimated 50 to 75 percent of the island was 
bulldozed, and then used as fill when the airport was constructed.  Although portions of Helo’ 
remain intact, artifacts from Mescalitan Island and other prehistoric archaeological sites have 
been relocated or re-deposited throughout many areas of the airport.  This combination of events 
has made the contextual relationship of the artifacts difficult to assess.  The City describes these 
resources as: 
 

one location of high prehistoric and historic Native American sensitivity, four areas of 
moderate sensitivity, and four areas categorized as low sensitivity.  Two major 
prehistoric village sites have been recorded within the Aviation Facilities Plan area.  
One village site, CA-SBA-52, was leased to the Santa Barbara Indian Center in the early 
1980’s to provide a re-burial area for Native American burial disturbed by other 
construction projects.   
 
 

Archaeological Resources within the Santa Barbara Airport APE 
 

Resource  Type      Integrity 
 
CA-SBA-46  Prehistoric village of Helo’ (Mescalitan Island) 25-25 percent intact 
CA-SBA-52  Prehistoric village and reburial area   85 percent intact 
CA-SBA-1694  Prehistoric artifact scatter    Unknown 
SAIC-93-1 Prehistoric artifact scatter    Heavily disturbed,  

Redeposited, some intact areas 
 
 
The City describes the following potential impacts: 
 

The realignment of Tecolotito Creek would require ground disturbances 50 feet away 
from moderate sensitivity zones and 150 feet away from the high sensitivity zones 
associated with SBA-52.  Accidental construction equipment encroachment could disturb 
significant deposits.  The southern airline terminal wing extension will extend to within 

                                                 
22 Phase 1 Archaeological Assessment, Santa Barbara Municipal Airport, City of Santa Barbara (Snethkamp and Associates-1993) 
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50 feet of the (moderate archaeological sensitivity) prehistoric and historic Native 
American sensitivity zone.  An estimated 140 feet of the southern extension of the new 
terminal access road would also fall within the moderate sensitivity zone.  Grading for 
the new parking area and future garage site would be adjacent to a moderate sensitivity 
zone. 

 
To mitigate for these impacts the City will maintain 50 foot buffer areas from the moderate 
archaeological sensitivity zone associated with SBA 52 to ensure avoidance of prehistoric 
remains.  The area will be inspected by a qualified archaeologist, and visually marked to reduce 
the possibility of intrusion into the high sensitivity area by construction personnel and 
equipment.  Prior to the start of any activities such as vegetation removal, demolition, trenching 
or grading, personnel will be alerted to the possibility of uncovering subsurface archaeological 
artifacts.  If such cultural resources are encountered or suspected, work shall be halted and a 
qualified archaeologist will be consulted.  If a discovery consists of potentially human remains, 
The Santa Barbara County Coroner and the California Native American Heritage Commission 
shall also be contacted.  
 
Before any construction activities take place, the airport shall assure that all ground disturbances 
within the low Prehistoric and Historic Native American sensitivity zone north of Runway 7/25 
and east of Runway 15R/33L shall be monitored by a City qualified archaeologist and Native 
American Observer. 
 
The Office of Historic Preservation concurred with the City’s determination of archeological 
resources in the project area and stated: 
 

The FAA has provided evidence that adequate measures were taken to include interested 
persons in the planning process, and that Native American monitors will be present at 
areas previously determined to be archeologically sensitive should ground disturbance 
occur.  Should the FAA identify archeological resources during project implementation, 
it will have additional responsibilities as defined by 36 CFR 800.11. 

With these proposed mitigation and avoidance measures, the project will protect archaeological 
and paleontological resources.  Therefore, the Commissions finds the proposed project is 
consistent with the archaeological resource policy  (Section 30244) of the Coastal Act. 

 
F.  Visual Resources 

Section 30251 provides for the protection of scenic and visual qualities of coastal resources in 
that: 

The scenic and visual qualities of coastal areas shall be considered and protected as a 
resource of public importance.  Permitted development shall be sited and designed to protect 
view to and along the ocean and scenic coastal area, to minimize the alteration of natural land 
forms, to be visually compatible with the character of surrounding area, and where feasible, to 
restore and enhance visual quality in visually degraded areas. 
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The proposed project is located in an area described by the city as one of five design areas included in 
the Airport Development Design Guidelines which were adopted as part of the LCP for the airport.  
The “South Ramp Terminal Area” referenced in these design guidelines include the terminal, its 
associated parking and all of the development to the south of the terminal along William Moffett 
Place.  These guidelines recommend that new development and renovations of existing structures 
adjacent to the terminal building be consistent with the El Pueblo Viejo Landmark District Design 
Guidelines. Expansion of the Terminal has been designed to continue the Spanish Colonial Revival 
architecture of the existing terminal. 
 
The City states that the design of the terminal additions will be visually compatible with the character 
of the surrounding area in that: 
 

The views of the terminal from UCSB would not be impacted and the proposed structures 
would not be located within sensitive view corridors.  Public views from William Moffett Place 
would be most changed by construction of the new buildings.  However, the appearance would 
be enhanced with the demolition of the Pilot House Motel and other structures built during 
World War II by the U.S. Marine Corps. 
 
Views from public roadways and bicycle paths were taken from various vantage points 
representing views that would potentially be affected  by the additions to the terminal, the new 
air cargo building and the parking garage.  No photographs were taken from Goleta Beach or 
Fairview Avenue as the terminal building cannot be seen from these locations.  The view from 
Goleta Beach is blocked by Ward Memorial Highway, and the view from Fairview Avenue is 
blocked by a wooden fence. 
 
The new parking structure (240 feet by 325 feet) and the air cargo building (70 feet by 220 
feet) have yet to be designed.  However, the structures would be designed to be consistent with 
the terminal architecture.  None of the new buildings will block views of the mountains or 
ocean from public viewing areas. 

 
The project is consistent with the visual resources policy of the Coastal Act, because design options 
and treatments will be visually compatible with the existing architecture, and initial visual impacts will 
be temporary in nature. Future projects components not yet designed will be subject to further review 
by the Commission through the permit appeals process.  Based on the information now available, the 
Commission therefore concludes that the project is consistent with the requirements of Section 30251 
of the Coastal Act. 
 
 
VIII.  Substantive File Documents 
 
City of Santa Barbara Coastal Plan, Airport and Goleta Slough 
 City of Santa Barbara, 1982. 
 
Santa Barbara Airport Final Environmental Impact Statement/Environmental Impact Report 
for the Aviation Facilities Plan 
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 U.S. Department of Transportation Federal Aviation Administration/City of Santa Barbara, 2001. 
 
Section 404(b)(1) Assessment 

US Army Corps of Engineers (1996) 
 
Biological Assessment and Impact Analysis 

Federal Aviation Administration and City of Santa Barbara (2001 URS Corp) 
 
Biological Assessment for the Southern Steelhead Trout 

Santa Barbara Municipal Airport (2001 URS Corp) 
 
Master Drainage Plan, Santa Barbara Municipal Airport-Drainage Assessment for Airport Facility 
 URS Corporation, 2001 
 
Essential Fish Habitat Assessment 
 Santa Barbara Municipal Airport (2001 URS Corp) 
 
Santa Barbara Municipal Airport: Runway 7-25 Alternatives 
 Hodges and Shutt, 1995. 
 
Federal Aviation Administration Advisory Circular 150/5300-13 
 U.S. Department of Transportation Federal Aviation Administration, 1997. 
 
Alternatives Study for the Runway Safety Area Extension Project 
Master Drainage Plan Santa Barbara Airport 
 URS Corporation, 2001. 
 
Draft Aviation Facilities Plan 
 City of Santa Barbara Airport Department, 2001. 
 
Draft Final Conceptual Wetland Mitigation Plan for the Airfield Safety Projects,  
Santa Barbara Airport 
 URS Corporation, 2001. 
 
Supporting Environmental Information for the Safety Area Grading Project 
Santa Barbara Municipal Airport 
 Woodward-Clyde, 1996. 
 
Staff Report and Recommendation on Consistency Determination No. CD-70-92 
California Coastal Commission, 1992. 
 
Proposed Findings on Consistency Certification No. CC-064-99 
California Coastal Commission, 1999. 
 
Staff Report: Application No. 4-97-134 
California Coastal Commission, 1997 
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IX. List of Exhibits 
 
 
Exhibit   Description 
 
1A   Project Location Map CC-058-01 
1 Figure 2-6 Santa Barbara Airport Terminal Expansion Project 
2 Figure I-2 Proposed Projects 
3 Figure 2-3  Alternative 1:  West Creek Realignment Alternative 
4 Figure 3 Proposed Creek Realignment and New RSA 
5 Figure 2-4 Alternative 2:  West Creek Culvert Alternative 
 
6 Figure 2-7 Proposed Terminal Renovation 
7 Figure 3.13-2 Flood Hazard Areas 
8 Figure 3.7-2 Stormwater Drainage System 
9 Figure 3.2-5 Existing and Proposed Bikeways in the Project Area 
10 Figure 10 Coastal Zone Boundaries 
 
11 Figure 7A Permanent Wetland Impacts in the RSA Extension Area 
12 Table 3  Detailed Impacts to Coastal Act Wetlands 
13 Table 4A Summary of Impacts to Coastal Act Wetlands 
14 Figure 7A Future Wetlands in the RSA Extension Area 
15   Wetland Impacts Along Taxiway M 
 
16 Figure 11 Berms to be Restored 
17 Figure 13 Cross Sections of Berm Habitat Restoration 
18 Figure 15 Topographic Map of Wetland Restoration Site 
19 Figure 19 Cross Section of Habitat Restoration 
20 Figure 18 Proposed Habitat Restoration at “Area I” 
  
21 Table 11 Target Wetland Vegetation Goals at Year 7 
22 Update on Surveys for the Belding’s Savannah Sparrow (URS 2001 
23 GSEMP Habitat Planning Units 
24 Figure 3.11-2 Distribution and Density of Belding’s Sparrows in Goleta  
25 National Marine Fisheries Service: Informal Section 7 Consultation Correspondence (2001) 
 
26 Federal Aviation Administration: Conclusion of Section 7 Consultation (2001) 
27 California Department of Fish and Game: Comments on the Santa Barbara Airport EIS/EIR for 
 the Aviation Facilities Plan (2001) 
28 US Fish and Wildlife Service: Section 7 Consultation (2001) 
29 Runway Capacity Factors-Draft Aviation Facilities Plan, City of Santa Barbara (2001) 
30 Airport Capacity and Delay-FAA Advisory Circular No. 150/5060-5 
 U.S. Department of Transportation (1983) 
31 Federal Aviation Administration, Advisory Circular No. 150/5220-22, Engineered Material 

Arresting Systems (EMAS) for Aircraft Overruns (1998) 



CC-058-01-City of Santa Barbara 
Aviation Facilities Plan 
Page 69 
 

 32 Letter to Peter Douglas, Executive Director, Re:  Consistency Certification CC-058-01 City of 
Santa Barbara, Santa Barbara Channel Keeper (2002)  


